SAMSUNG HVAC. Built brave.

RLC Product
Reference Guide

Have plenty of options.

We offer a wide range of residential
and light commercial systems to meet
the needs of almost any project.

©2022 Samsung HVAC
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PRODUCT OVERVIEW | INDOOR UNIT S |

360 Cassette

* Available capacities: 18K, 24K, 30K, 36K, 42K and 48K Btu/h

* Compatible with Light Commercial (CAC) outdoor units

» Offered in both black and white for open-type (circle) and ceiling-type (square)
fascia panel options. Custom printing is also available to further personalize the

look and feel of your space.

» Bladeless technology and the use of 3 booster fans provides even, horizontal airflow.

* Optional Motion Detection Sensor (MDS)

WindrFree™* 4-Way Cassette

» Available capacities: 18K, 24K, 30K, 36K, 42K and 48K Btu/h

» Compatible with Light Commercial (CAC), CAC Max Heat® and -40°
outdoor units

* WindFree™* Cooling technology

» \With independent louver control, the four louver blades can be
individually set at the same or different angles within a 32-65° range.

* Optional Motion Detection Sensor (MDS)

WindFree™* Mini 4-Way Cassette

» Available capacities: 9K, 12K and 18K Btu/h

» Compatible with Free Joint Multi (FJM), FJM Max Heat® and Light Commercial (CAC)
outdoor units

* WindFree™* Cooling technology

* The panel is designed to fit in a standard 2x2 ft. ceiling grid without
interfering with adjacent ceiling tiles, lights, or sprinkler systems.

©2022 Samsung HVAC P4



WindFree™* 1-Way Cassette

e Available capacities: 9K, 12K and 18K Btu/h ; [ — ]

» Compatible with Free Joint Multi (FJM), FJM Max Heat® e e Y
and Light Commercial (CAC) outdoor units | \

e

» WindFree™* Cooling technology [

® Blade angles can move from 30-80° to reach every
corner of the room.

* 18K Btu/h indoor unit is compatible with CAC outdoor units only

WindFree™* 2.0

» Available capacities: 7K, 9K, 12K, 15K, 18K and 24K Btu/h

» Compatible with Residential, Residential Max Heat®,
Free Joint Multi (FJM) and FJM Max Heat® outdoor units

® 9K, 12K, 18K and 24K Btu/h indoor units are compatible
with all systems. 7K and 15K Btu/h indoor units are
compatible with FIM and FJM Max Heat® systems only.
Residential Max Heat® will have a dedicated 15K Btu/h
(ART5BSFACWKNCV) indoor unit.

* Wireless controllerwith holderincluded as standard
e WindFree™* Cooling technology

* Built-in Wi-Fi

WindFree™* 2.0e

e Available capacities: 7K, 9K, 12K, 15K, 18K and 24K Btu/h

» Compatible with Residential, Free Joint Multi (FIM) and FIM Max Heat®
outdoor units

» 9K, 12K, 18K and 24K Btu/h indoor units are compatible with _
all systems. 7K and 15K Btu/h indoor units are compatible [——
with FJM and FJM Max Heat® systems only.

» Wireless controllerwith holder included as standard

e WindFree™* Cooling technology

s Built-in Wi-Fi

©2022 Samsung HVAC P5



PRODUCT OVERVIEW | INDOOR UNITS |

Max

e Available capacities: 36K Btu/h

s Compatible with Residential outdoor unit

e Wireless controller with holderincluded as standard

High Walll

 Available capacities: 18K, 24K, 30K and 36K Btu/h

¢ Compatible with Light Commercial (CAC) and -40° outdoor units

e WindFree™* Cooling technology’

s \Wireless controller with holder included as standard

'"Applies to WindFree™* 2.0 chassis only

Console

» Available capacities: 9K, 12K, 15K and 18K Btu/h [
[

e Compatible with Free Joint Multi (FJM), FJM Max Heat?,
and Light Commercial (CAC) outdoor units SARSUNG.

* 15K Btu/h indoor unit is compatible with FJM and FJM Max Heat® only

» The console unit can be installed sitting on the floor or
hanging low on a wall, making it a great optien for replacing
a radiator in order to provide both heating and cooling in
almost any space.

s \Wireless controller with holder included as standard

e The front panel includes LED indicator lights, touch control
(power), wireless control IR receiver, and 1 motorized louver.

©2022 Samsung HVAC P&



Slim Duct

e Available capacities: 9K, 12K and 18K Btu/h

» Compatible with Free Joint Multi (FJM), FJM Max Heat®
and Light Commercial (CAC) outdoor units

» Single fan motorwith three fan speeds and auto setting

e Integral condensate pump with float switch as standard

e (.24” WC maximum static pressure

Duct S

= 9K, 12K, 15K, 18K, 24K, 30K, 36K 42K and 48K Btu/h

* Compatible with Free Joint Multi (FJM), FJM Max Heat®,
Light Commercial (CAC), CAC Max Heat® and -40° outdoor units

= 9K, 12K, 15K and 18K Btu/h dedicated models for FIM (AJO**BNHDCH/AA)

» Single fan motor with three fan speeds and auto setting

e Integral condensate pump with float switch as standard
» 0.59” WC maximum static pressure for FJM and FJM Max Heat®

¢ 0.8” WC maximum static pressure for CAC, CAC Max Heat® and -40°

Multi-Position Air Handler

e Available capacities: 12K, 18K, 24K, 30K, 36K, 42K and 48K Btu/h

» Compatible with Free Joint Multi (FJM), FIM Max Heat®,
Light Commercial (CAC) and CAC Max Heat® outdoor units

12K, 18K and 24K Btu/h dedicated models for FJM (ACO**BNZDCH/AA)

e Can be installed in numerous positions (upflow, left, right or
downflow) for added installation flexibility.

* 0.8” WC maximum static pressure for FJM and FJM Max Heat®

» 0.98” WC maximum static pressure for CAC and CAC Max Heat®

©2022 Samsung HVAC P7



PRODUCT OVERVIEW | OUTDOOR UNITS I
WindFree™* 2.0

=l
= Available capacities: 9K, 12K, 18K, and 24K Btu/h = Cooling operating range: 14 —115°F (-10.0 — 46.1°C)
*SEER: Upto 24.5 = Heating operating range: -5 — 75°F (-20.5 — 23.9°C)

* HSPF: Upto12.5
* All models are Energy Star” rated

E'Dcéuc‘ Re |strat10n Required WORKS WITH . i 7
onditions
i i SmartThings

i Bixby
WindF ™* 2.0
INarree ue
n’m’__i\iu_i

[

13
= Available capacities: 9K, 12K, 18K, and 24K Btu/h = Cooling operating range: 14 —115°F (-10.0 — 46.1°C)
«SEER: Upto 23.5 = Heating operating range: -5 — 75°F {-20.5 — 23.9°C)

= HSPF: Upto12.0
« Select models are Energy Star® rated

istration Requi L~ WORKS WITH =N
Product Registration Required !
Conditions Apply smqrtThIngs

Bixby

Max Heate 2.0

- - -
= Available capacities: 9K, 12K, 15K, 18K, and 24K Btu/h = Integral base pan heater as standard
= SEER: Upto 24.5 * Cooling operating range: 0 —115°F (-17.7 - 46.1°C)
« HSPF: Upto12.5 = Heating operating range: -13 - 75°F {-25.0 - 23.9°C)
= Compatible with the WindFree™* 2.0 indoor unit *100% heating capacity at 5°F (-15.0°C)

= All models are Energy Star® rated

’ i L WORKS WITH !
Pr Dljl;ii{i' Registration Required 080 o &
g ﬁm SmartThings @

Bixby MaxHeat’
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Free Joint Multi (FJM)

SAMSUNG.

= Available capacities: 18K, 24K, 36K, and 48K Btu/h
«SEER upto12.7
* HSPFupte10.3
= Supports 2 to 5 indoor units
= 3 indoor unit options
= WindFree™* Mini 4-Way Cassette,
WindFree™*1-Way Cassette, WindFree™*
2.0, WindFree™* 2.0e, Slim Duct, Duct S,
Multi-Position Air Handler and Console

. &

= Cooling operating range: 14 —114.8°F (-10.0 — 46.0°C)

* Heating operating range: 5 —75°F (-15.0 — 24.0°C)

= Can be configured as cooling only, heating only or
heating/cooling

= Select models are Energy Star® rated

@ . L WORKS WITH ;
P'Ddurcl“ R: |sfrat|0n Required ¢ 080 =
- SmartThings

Free Joint Multi (FJM) Max Heate

= Available capacities: 20K, 24K, 30K, and 36K Btu/h
*SEER upto 20.0
* HSPF upto11.0
= Supports 2 to 4 indoor units
* 8 indoor unit options
= WindFree™* Mini 4-Way Cassette,
WindFree™*1-Way Cassette, WindFree™*
2.0, WindFree™* 2.0e, Slim Duct, Duct S,
Multi-Position Air Handier and Console

1 ENERRY 57
2T (ENERGY 5TAs

12022 Samsung HVAC

* |ntegral base pan heater as standard

= Cooling operating range: 14 —114.8°F (-10.0 — 46.0°C)

= Heating operating range: -13 - 75°F (-25.0 - 24.0°C)
=100% heating capacity at 5°F (-15.0°C)

= Select models are Energy Star® rated

| Product Registration Required ﬁ\'l 2 WORKS WITH X ! &
@ Conditor 5ply =l SMartThings  maxheat
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PRODUCT OVERVIEW | OUTDOOR UNITS |

Light Commercial (CAC)

-

= Available capacities: 9K, 12K, 18K, 24K, 30K, 36K, 42K * Cooling operating range: 0 —122°F (-17.8 — 50.0°C)

and 48K Btu/h = Heating operating range:
«SEER upto22.8 s 9-24K: -13 = 75°F (-25.0 - 24.0°C)
= HSPF upto13.5 * 30-48K: -4 — 75°F (-20.0 — 24.0°C)
= Can be configured as cooling anly, heating only or = 18-24K models provide 100% heating

heating/cooling capacity at -5°F (-20.6°C). Applies to select indoor unit models.
= 9 indoorunit options * Built-in base pan heater as standard for 9-24K models

e 360 Cassette, WindFree™* 4-Way Cassette, = Select models are Energy Star@® rated

WindFree™* Mini 4-Way Cassette, WindFree™*
1-Way Cassette, High Wall, Slim Duct, Duct S,
Multi-Position Air Handler and Console

i [EHEREY 570

10 Product Registration Required '\'l 8 . WORKS WITH !
¥ Conditio Ry 080 .
T s @ SmartThings

Light Commercial (CAC) Max Heat®

= Available capacities: 30K and 36K Btu/h * Cooling operating range: 0 —122°F (-17.8 — 50.0°C)

*SEERupto22.0 = Heating operating range:

= HSPF upta 111 »-13-75°F(-25.0 - 24.0°C)

= Compatible with WindFree™* 4-Way Cassette, DuctS * 100% heating capacity at -4°F (-20.0°C}
and Multi-Position Air Handler = Select models are Energy Star® rated

= Integral base pan heater as standard

10 Product Registration Required
Y:Jm Conditions Apply
‘WARRANTY

=

B

# WORKSWITH F ! \
&Y SmartThings  maxHeat
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-40° Low Ambient Cooling System

SAMSUNG

*Available capacities: 18K, 24K, 30K and 36K Btu/h
*SEER upto 22.0
* 3 indoor unit options

e WindFree™* 4-Way Cassette, High Wall and Duct S

0'80 WORKS WITH . +
SmartThings

**With wind baffles

* Operating range (cooling only)
e Indoor: 61-90°F (16.0 - 32.0°C)
* Qutdoor: (-40%%) 23 —122°F ((-40.0**) -5.0 — 50.0°C)

Compatibility

Fim2
CAC
- - CAC/FIM CAC/FIM - FIM CAC/FIM RAC/FIM? CAC/FIM
: = CAC/FIM CAC/FIM FIM3 Eﬁ CAC/FIM RAC/FIM? CAC/FIM
- . - o - FIM? - RACH/FIM? FIM
- CAC FIM RAC/FIM?2
CAC CAC/-40 CAC/FIM CAC M CAC/40° CAC/FIM CACIA(P CAC/FIM
N CAC N RAC/FIM2
CAC CAC/-40 - - FIMP CAC/-40 - CAC/-40° -
CAC/-40° CAC CAC/-40°
CAC CAC Max Heat® ) ) CAC Max Heat® | CACMax Heat® ) CAC/-ar° )
CAC/-40° CAC CAC/-40°
CAC CAC Max Heat® ) B CAC Max Heat® | CACMax Heat® ) CAC/-ar° B
CAC CAC - o CAC CAC - - o
CAC CAC - - CAC CAC - - -

"Duct S will have dedicated models for FIM (AJO**BNHDCH/AA)

?Residential/FJM high wall units include WindFree™* 2.0 (AR**TSFABWKNCV) and WindFree™* 2.0e (AR**BSFCMWKNCV). These indoor units are not compatible with (ACO**BXADCH/AA) or (ACO**BXSCCC/AA) outdoor units.
The 15K Btu/h residential WindFree™#* 2.0 (AR15BSFACWKNCV) is not compatible with FIM systems.

3Multi-Position Air Handler will have dedicated models for FIM (ACO**BNZDCH/AA)

Referto technical documents for more information. Samsung HVAC maintains a policy of ongeing development, specifications are subject to change without notice.

“The 15K Btu/h residential WindFree™* 2.0 (AR15BSFACWKNCV) is only compatible with the Max Heat® 2.0 outdoor unit (AR15BSFACWEXCV). This indoor unit is not compatible with FIM systems.

©2022 Samsung HVAC PN



PRODUCT OVERVIEW | EXCLUSIVE FEATURES I

What is WindFree™* Cooling technology?

Samsung’s exclusive WindFree™* Cooling technology maintains the desired temperature and eliminates cold drafts by delivering
airthrough micro holes on the unit’s fascia panel when the louver(s) are closed, producing a dispersed and gentle flow of air
defined as “still air”

WindFree™* gperation is available in cooling mode only. WindFree™* cassette fascia panels include a humidity sensor to prevent
condensation by restricting WindFree™* operation in high humidity conditions.

Where can | apply WindrFree™*?

With WindFree™* Cooling technology from Samsung, you can offer comfort and optimal energy efficiency without the discomfort
of direct airflow to a myriad of applications.

©2022 Samsung HVAC P12



SmartThings

The SmartThings app allows users to remotely requlate temperature, adjust settings, receive real-time updates about
performance and daily energy usage. Samsung'’s Wi-Fi Adapter® allows for remote control of Samsung indoor units? through the
SmartThings appt.

Scenes = Control multiple devices with a single tap or voice command through the SmartThings appt. A Scene can be used as a
part of an Automation.

Automations = Control your devices without manual intervention. Automations can be set to run at certain times on certain days
of the week orto trigger when another device reports a certain condition (such as detecting motion ora door or window opening).

Energy Monitoring — View daily, weekly, and monthly energy consumption foryour A/C system (for reference use only and not
revenue grade).

Geofencing = Detects when the smartphone you're carrying comes in and out of the range you set up on the map, and then
triggers the different actions you've set to happen (such as turning your A/C off while you're away, or on when you arrive home).

@ === = || ==
! ﬁ‘ -E': T ECTT] .-:”
T 9y [
WORKS WITH - A
0’0 SmortThmgs O i 2 E_
°© & 1 Control it anywhere Energy consumption
J-: o a o h

12:22

K=
< Add device
Q
o
S0 O sode @
Sean avartzy
e
\
— f _w_ ) By brang
Home applinnces
o
Alr Adr purifie
conditioner ! WD Lol
= o] i
Bluray Cookiop Dishwasher Display
player
)|
\ Dryer Humidifiar Qven Range
'One WI-Fi Adapter can control all indoor units connected to a CAC or EIM %stern n
*WindFree™* 2 0 and WindFree™# 2.0e units are Wi-Fi enabled as standard. Relrigerato Robot Smat ke
An accessory Wi-Fi Adapter is required to control all ather indoor unit types. r vacuum m"""w
thvailable for download on the Google™ Play store and App Store®. A network
cannection is required. Samsung application account is necessary. o .
= 8
e i Water Wit
©2022 Samsung HVAC




WindFree™* 2.0

RESIDENTIAL SINGLE ZONE SYSTEM S | —

US CODE INDOORUNIT RNS09 ABT RNS12ABT RNS18ABT RNS24ABT
OUTDOOR UNIT RXS 09 ABT RXS12ABT RXS18ABT RXS24ABT
I INDOORUNIT ARO9TS FABWKNCV AR12ZTSFABWKNCV AR18TS FABWKNCV AR2ATSFABWKNCV
OUTDOOR UNIT ARO9TS FABWKXCV AR12ZTSFABWKXCV AR18TS FABWKXCV AR2ATSFABWKXCV
COOLING CAPACITY 9,000Bw/h 12,000 Bu/h 18,000Btu/h 21,000 Btu/h
COOLINGRANGE 3,000-13,000Btw/h 3,000- 15,000 Btu/h 7500- 23,384 Btu/h 8,800 - 31,700 Btu/h
HEATING CAPACITY 11,000 Btu/h 12,000 Bu/h 20,600 Btu/h 27500 Btu/h
PERFORMANCE HEATING RANGE 2400-21,000Btu/h 2600- 21500 Bu/h 7,000- 37,000 Btu/h 7500-41,000Btu/h
SEER/EER 24.50/15.50 23.00/13.50 21.00/13.00 20.00/12.50
cop 4.40 4.5 3.70 3.36
HSPF 1250 12.50 10.00 10.00
VOLT/ PHASE /Hz 1/208-230/ 60 1/208-230/60 1/208-230/ 60 1/208-230/60
MAX. BREAKER 200A 20.0A 30.0A 30.0A
MCA 120A 12.5A 19.0A 20.0A
35in. 350n. 417/32in. 417/32in.
INDOORUNIT 13/40n. 113/4in. 13/40n. 113/4in.
DIMENSIONS 87/161n. 87/16in. 87/161n. 87/16in.
23 .4 Lbs. 23.4 bs. 27.61bs. 27.6 lbs.
311/8in. 311/8in. 345/8in. 370n.
OUTDOOR UNIT 219/16.1n. 219/16in. 317716 in. 391/4in.
DIMENSIONS /4 0n. 1/4in. 123/161n. 3in.
70.8Lbs. 70.8 lbs. 1226 lbs. 150.4bs.
OPERATINGTEMPERATURE  [COOLING 14 -115°F 14-115°F 14 -115°F 14-115°F
(°P HEATING -5-75%F -5- 75°F -5-75°F -5- 75°F
OPERATINGTEMPERATURE  [COOLING 10,0 - 46.1°C 10.0 - 46.1°C 10,0 - 46.1°C 10.0 - 46.1°C
(°C) HEATING -20.5-23.9°C -20.5- 23.9°C -20.5-23.9°C -20.5- 23.9°C
HIGH SIDE /LOW SIDE 1/4in./3/81in. 1/4in./3/8in. 1/4in./1/2in. 1/4in. /5/8in.
PIPE CONNECTIONS MAX. LENGTH 861t 86 Tt 98t 98 ft
MAX. VERTICAL 491t 49 ft 861t 86 Tt
REFRIGERANT R410A CHARGE 40.60z. 40.60z. 63.50z. 88.20z.
CHARGEDFOR 25t 5t 25ft it
— COOLINGCRM(L/M/H /T) 251/304/357/392 251/321/374/42] 3997466/ 533 /519 399/512/622/ 713
HEATINGCRM(L/M/H /T) 286/339/392/427 286 /357/410/463 424/491/554 /600 399/512/622/ 713
R E = =
INCLUDED INCLUDED INCLUDED INCLUDED
[EEEET (=R EEERET R

 Product Registration Required

{ Conditions Apply < indicates Sal]jfs_Ln; s participation in

am. cafion of individua

AL cermiFieD” IS

Gbaly Pecogairad. iocurty Faapscoed.

s

Proper sizing and installation of equipment is critic
EMERGY STAR® criteria. Ask your contractor for deta
Samsung HVAC maintains a pol g
*The WindFree™ unit deliv aircurrent that is under 015
Refrigerating, and Air-Conditioning Engineers

ve performance. Split system air conditioners and heat pumps (excluding ductless systems) must be matched with appropriate coil components to meet
energystar.gov.

cifications are subject to change without notice.

while in WindFree™ mode. Airvelocity that is below 015 m/s is considered "still air” as defined by ASHRAE 55-2013 (American Society of Heating,

arc 3
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WindFree™* 2.0e

US CODE

MODEL NUMBER

PERFORMANCE

INDOOR UNIT
DIMENSIONS

OUTDOORUNIT
DIMENSIONS

OPERATING TEMPERATURE
(°A
OPERATING TEMPERATURE
(°C)

PIPE CONNECTIONS

REFRIGERANT

EVAPORATOR FAN

CONDENSERFAN CAM(MAX.)
ACCESSORIES WIRELESS CONTROLLER

CERTIACATIONS ENERGYSTAR®CERTIAED

'10 -.'I Product Registration Required
\ YEAR /4 Conditions Apply

WARRANTY
. 2

appropriate coil components
Samsung HVAC maintains a pol
*The WindFree™ unit delivers

©2022 Samsung HVAC

of ongoing development, spec
rcurrent that is under 0.15
Refrigerating, and Air-Conditioning Engine

INDOORUNIT
OUTDOORUNIT
INDOORUNIT
OUTDOORUNIT
COOLNGCAPACITY
COOLUNGRANGE
HEATINGCAPACITY
HEATINGRANGE
SEER/EER

cop

HSPF
VOLT/PHASE /Hz
MAX. BREAKER
MCA

COOUNG

HEATING

COOUNG

HEATING
HIGHSIDE / LOWSIDE
MAX. LENGTH

MAX. VERTICAL

R410A CHARGE
CHARGEDFOR
COOLINGCRM(L/M/H/T)
HEATINGCRM(L/M/H/T)

AR cerTIFED”

femprh e eerd

baly Pecogatrad. incuty Faspacted.

ers).

RNS09CMB RNS12CMB RNS18CMB RNS24CMB
RXS09CMB RXS12CMB RXS18CMB RXS24CMB
ARD9BSFCMWKNCV AR12BSFCMWKNCV AR18BS FCMWKNCV AR24BS FCMWKNCV
ARO09BSFCMWKXCV AR12BSFCMWKXCV AR18 BS FCMWKXCV AR24BS FCMWKXCV
9,000Btu/h 12,000 Btu/h 18,000Btu/h 22000 Btu/h
3,000-12000 Btu/h 3,000 - 14,500 Btu/h 5,500 -22000Btu/h 8,800- 29,000 Btu/h
11,000 Btu/h 12,000 Btu/h 21,000Btu/h 24,000 Btu/h
2250-19,000 Btu/h 2600-20,000Btu/h 4,000-24500Btu/h 7500-40,000Btu/h
23.50/13.95 21.50/12.05 20.00/11.05 18.00/10.50
3.73 3.66 3.33 3.07
12.00 12.00 11.00 9.00
1/208-230/60 1/208-230/60 1/208-230/ 60 1/208-230/ 60
20.0A 20.0A 25.0A 30.0A
120A 12.5A 16.0 A 20.0A
325/16in. 325/16in. 411/2in. 411/2in.
113/4in. 113/4in. 111316 in. 1113/16in.
87/16in. 87/16in. 8716 in. 8716 in.
20.1bs. 20.11bs. 25.41bs. 25.4 lbs.
311/8in. 311/8in. 345/8in. 345/8in.
219/16in. 219/16in. 251/8in. 313/8in.
111/4in. 11/4in. 12316 in. 123/16in.
69.90 lbs. 69.901bs. 87.101bs. 122.60 lbs.

14 -115°F 14 - 115°F 14 -115°F 14 -115°F
-5-75°F -5- 75°F -5-75°F -5-75°F
-10.0 - 46.1°C -10.0 - 46.1°C -10.0 - 46.1°C -10.0 - 46.1°C
-20.5-23.9°C -20.5-23.9°C -20.5-23.9°C -20.5-23.9°C
1/4in./3/8in. 1/4in. /3/8in. 1/4in./1/2in. 1/4in./58in.
66 ft. 66 ft. 981t 98ft.

49 ft. 49 ft. 661t 66t
3530z 3530z. 4590z 63.50z.
5ft 5ft 25ft. 25ft.
300/335/353 /37 300/335/371/385 459 /509 /558 /583 459 /533 / 607 / 657
335/37M/385/403 335/37M/403/420 459 /509 /558 /583 459 /533 / 607 [ 657
1589 1,589 1,766 2365
INCLUDED INCLUDED INCLUDED INCLUDED

The AHRIC

ntractor for details ory
tions ject to chang ¢
/s while in WindFree™ mode. Airvelocity that is

P15

fied® mark indicates Samsung's participation in
t rogram. Forveri
0 www.ahridirec

ification of individual
tory.org

performance. Split system air conditioners and heat pumps (excluding ductless systems) must be matched with
ystar.gov.

below 0.15 m/s is considered “still air” as defined by ASHRAE 55-2013 (American Society of Heating,




RESIDENTIAL SINGLE ZONE SYSTEM S | —

Max

E COTE INDOOR UNIT RNS36UMB
OUTDOOR UNIT RXS36UMB
I INDOOR UNIT AR36BSHUMGMNCV
OUTDOOR UNIT AR36BSHUMGMXCV
COOLING CAPACITY 36,000Btu/h
COOLING RANGE 9,500 - 39,000 Btu/h
HEATING CAPACITY 40,000Btu/h
PERFORMANCE HEATING RANGE 9,500 - 47,000 Btu/h
SEER/EER 18.60/9.50
cop 2.60
HSPF 10.10
VOLT/PHASE/Hz 1/208-230/60
MAX. BREAKER 35A
MCA 21.4A
503/8in.
INDOORUNIT HEIGHT 915/16 in.
DIMENSIONS DEPTH 139/16in.
WEIGHT 40.81bs.
WIDTH 37in.
OUTDOOR UNIT HEIGHT 47116 in.
DIMENSIONS DEPTH 13in.
WEIGHT 189.6 Lbs.
OPERATINGTEMPERATURE COOLING 0-122°F
(°F) HEATING -4- 75°F
OPERATINGTEMPERATURE COOLING -18.0 - 50.0°C
(°C) HEATING -20.0-24.0°C
HIGH SIDE / LOW SIDE 3/8in./5/8in.
PIPECONNECTIONS MAX. LENGTH 246 ft.
MAX. VERTICAL 98.41t.
——— RA10A CHARGE 6.391bs.
CHARGEDFOR 24.6ft

55
-

fied® mark indicates Samsung's participation in
i am. Forverification of individual
vw.ahridirectory.org

PP
l10 | Product Registration Required
' Conditions Apply Al CERTIFED

[
WARRANTY
——— L —r——

Samsung HVAC maintains a policy of ongoing development, specifications are subject to change without notice.

©2022 Samsung HVAC P16



Max Heat®2.0

\

MaxHeat’
— INDOORUNIT RNSO9ABT RNS12ABT RNS15ACB RNS18ABT RNS24ABT
OUTDOOR UNIT RXS 09ACT RXS 12ACT RXS15ACB RXS18ACT RXS 24ACT
S INDOORUNIT ARD9TSFABWKNCV ART2TSFABWKNCV ARISBSFACWKNCV ARTBTSFABWKNCV AR24 TSFABWKNCV
OUTDOOR UNIT AROSTSFACWKXCV ART2TSFACWKXCV ART5BS FACWKXCV ARTBTSFACWKXCV ARZATSFACWKXCV
COOLINGCAPACITY 9,000 Btu/h 12000 Btu/h 15000 Btu/h 18,000 Btu/h 21000 Btu/h
COOLINGRANGE 3,000-13,000 Btu/h 3,000-15000Btu/h 4,000-21,000Btu/h 7500~ 23,884 Bu/h 8,800- 31700 Btu/h
HEATING CAPACITY 11,000 Btu/h 12000 Btu/h 16,500 Btu/h 20,600 Btu/h ZIA00 Btu/h
PERFORMANCE HEATINGRANGE 2400- 21,000 Btu/h 2,600- 21,500 Btu/h 3,000-33,000 Btu/h 7,000- 37,000 Bu/h 7,500- 41,000 Btu/h
SEER/EER 24.50/1550 73.00/13.50 21.5/14.0 21.00/13.00 20.00/12.50
cop 4.40 4.5 3.66 3.70 336
HSPF 12.50 12.50 12.50 10.00 10.00
VOLT/PHASE /Hz 1/208-330/60 1/208-230/60 1/208-30/ 60 1/208-330/60 1/208-230/60
MAX. BRE AKER 20.0A 20.0A 30.0A 30.0A 30.0A
120A 125A 20.0A 19.0A 20.0A
35in. 35in. 417/32in. 417/32in. 417/32in.
INDOORUNIT 13/4in. M3 /4in. 13 /4in. 13/4in. M3 /4in.
DIMENSIONS 87/16in. 87/16in. 87/16in. 87/16in. 87/16in.
23.4 |bs. Z.41bs. 27.3 Ibs. 27.6 |bs. 77.6lbs.
311/8in. 311/8in. 345/8in. 345/8in. 37in.
OUTDOORUNIT 219/16in. 219/161n. 317/161n. 31716in. 391/4in.
DIMENSIONS 111/4in. M1/4in. 123/161n. 123 /16in. 3in.
70.8 bs. 70.8 lbs. 108.021bs. 122.6 Lbs. 150.4 Lbs.
OPERATINGTEMPERATURE  [GODLING 0- 115°F 0-15F 0-115°F 0- 115°F 0-15F
;) HEATING 13- 75°F 13- 75°F 13-75°F 13- 75°F 13- 75°F
OPERATINGTEMPERATURE  [CODLING -17.7 - 46.1°C -17.7 - 46.1°C -17.7 - 46.1°C -17.7 - 46.1°C -17.7 - 46.1°C
) HEATING -250-3.9°C -250-23.9°C -250-23.9°C -250-3.9°C -250-23.9°C
HIGH SIDE / LOW SIDE 1/4in./3/8in. 1/4in./3/8in. 1/4in./1/2in. 1/4in./1/2in. /4in./5/8in.
PIPE CONNECTIONS MAX. LENGTH 661t 66 ft. 98 ft. 981t 98 ft.
MAX. VERTICAL 491t 491t 66 ft. 661t 66 ft.
R —— R410ACHARGE 40.6 0z. 4060z 56.4 0z 63502 8820z
CHARGEDFOR 25¢t. 25ft 25ft 25ft. 25ft
EVAPORATORFAN COOLINGCRM(L/M/H/T) 251/304 /357/ 392 251/321/374/ 477 399/ 466 /533 /579 399/ 466 /533 /579 399/512/ 622/ 3
HEATINGCRM(L/M/H /T) 286 /339 /392/427 286 /357 /410/ 463 424/ 491/ 554/ 600 424/ 4917554/ 600 399 /512/ 622/ 713
D D 2 7 285
INCLUDED INCLUDED INCLUDED INCLUDED INCLUDED
ETEED ETEED ETEED EIEED

Product Registration Required
Conditions Apply A ceriFED

it

[P ——

Propersizing and installation of equipment is critical to achie
ENERGY STAR® criteria. Ask your contractor for details orvisit nergystar.gov.

Samsung HVAC maintains a policy of ongoing development, specifications are subject to chang
*The WindFree™ unit deliv /s while in WindFree™ mode. Air

tems) must be matched with appropriate coil components to meet

/e performance. Split system air conditioners and heat pumps (excluding ductless

hout notice.
city that is below 015 m/s is considere

ers an air current that is under 015
Refrigerating, and Air-Conditioning Engineers).

“still air” as defined by ASHRAE 55-2013 (American Society of Heating,
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RESIDENTIAL MULTI-ZONE SYSTEMS | ——

WindFree™* 2.0

INDOORUNIT
INDOORUNIT
COOLNGCAPACITY
HEATINGCAPACITY
VOLT/PHASE fHz
MAX. BREAKER
WIDTH

HEIGHT

DEPTH

WEIGHT

MODELNUMBER

PERFORMANCE

UNITDIMENSIONS

PIPE CONNECTIONS

EVAPORATORFAN

Conditions Apply

HIGH SIDE / LOW SIDE
COOLINGCFM(L/M/H/T)
HEATINGCRM(L/M/H/T)

ACCESSORIES WIRELESS CONTROLLER

Product Registration Required

RNSO7ABT RNS09ABT RNS1ZABT RNS15ABT RNS1BABT RNS24ABT
AROTTSFABWKNCVY AROITSFABWHKNCV ARTZTSFABWENCY ARTSTSFABWEKNCY ARTETSFABWKNCV AR24TSFABWEKNCV
7,000 Btu/h 9,000 Btu/h 12,000 Btu/h 15000 Btu/h 18,000 Btu/h 21,000 Btu/h
7500 Btu/h 11,000 Btu/h 12,000 Btu/h 18,000 Btu/h 20,500 Btu/h 27500 Btu/h
1/208-230/60 1/208-230760 1/208-230/ 60 1/208-230/ 460 1/208-230/ 60 1/208-230/ 60
SeeOutdoorUnit SeeOutdoorUnit SeeOutdoorUnit SeeOutdoorUnit SeeQutdoorUnit SeeOutdoorUnit

35in. 35in. 35in. 35in. 4117/32in. A117/32in.
113/4in. 113/4in. 113/4in. 113/4in. 113/41in. 113/4in.
B7M6in. 87/16in. BIM6in. 87114in. 87M6i0n. B7N&in.

23 41bs. 23 .41bs. 23.41bs. 3. 41bs. 27.61bs. 27.61bs.
1/4in./3/8in. 1/4in./3/8in. 1/4in./3/8in. 1/4in. /3/Bin. 1/4in_/1/2in. 1/4in. /5/8in.
258 /297 /323 /350 258 /298 /337 /364 250/301/340/378 260/313 /366 /406 427/ 4817536 /572 484 /560 /636 /711
ZBE /328 /355/381 2B9 /329 /369 /396 2B2/335/374 /413 79/ 331/383 /42 447/ 501/ 556 / 572 4907566 /643 /719
INCLUDED INCLUDED INCLUDED INCLUDED INCLUDED INCLUDED

Avmy E_ERTIFIED' The AHRI Ce

o —

ified® mark indicates Samsung's participation in
the AHRI Certification program. Forve
certified products, go tow

ation of individual

ahridirectory.org.

*The WindFree™ unit delivers an air current that is under 0.15 m/s while in WindFree™ maode. Airvelocity that is below 0.15 m/s is considered "still air” as defined by ASHRAE 55-2013 (American Society of Heating,

Refrigerating, and Air-Conditioning Engineers).

Samsung HVAC maintains a policy of ongoing development, specifications are subject to change without notice.

©2022 Samsung HVAC
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WindFree™* 2.0e

US CODE
MODELNUMBER

PERFORMANCE

POWER

UNITDIMENSIONS

PIPECONNECTIONS  |[HIGHSIDE/EOWSIDE

EVAPORATORFAN

ACCESSORIES

ATV
: 10 | Product Registration Required
h{A:¥ Conditions Apply

. e

COOLINGCFM(L/M/H/T)

HEATINGCRM{L/M/H/T)

WIRELESS CONTROLLER

RNSO7CMB RNS09CMB RNS12CMB RNS15CMB RNS18CMB RNS24CMB
ARO7BSFCMWKNCV ARO9BSFCMWKNCV ARIZBSFCMWKNCV | ARISBSFCMWKNCV |  ARIBBSFCMWKNCV |  ARZBSFCMWKNCV |
7,000 Btu/h 9,000 Btu/h 12,000 Btu/h 15,000 Btu/h 18,000 Btu/h 22,000 Btu/h
7500 Btu/h 11,000 Btu/h 12,000 Btu/h 18,000 Btu/h 21,000 Btu/h 24,000 Btu/h
1/208-230/ 60 1/208-230, 60 1/208-230/ 60 1/208-230, 60 1/208-230/ 60 1/208-230/ 60
SezQutdoorUnit SeeQutdoorUnit SeeQutdoorUnit SeeQutdoorUnit SeeQutdoorUnit SeeQutdoorUnit
325/16in. 325/16in. 325/16in. 35in. 411/2in. 411/2in.
113/4in. 113/4in. 113/4in. 113/4in. 1113/16in. 111316 in.
87/16in. B7/14in. 87/16in. B7/14in. 87/16in. B7/14in.
20.11bs. 20.11bs. 20.11bs. 23 41bs. 25.4 lbs. 254 1bs.
1/4in./3/8in. 1/4in./3/8in. 1/4in./3/8in. 1/4in./3/8in. 1/4in./1/2in. 1/4in./5/8in.
309 /322/336 /350 3407368 /382/396 309/337/364/378 2607313 /366 /406 401/435/46% /484 465/ 525/ 584 /623
340/354/368/381 3407368 /382/396 343 /3717399 /413 2ZB0/332/384 /453 465,55/ 584 [ 623 470 /529 (589 / 629
INCLUDED INCLUDED INCLUDED INCLUDED INCLUDED INCLUDED
TSR 1 | Corication procram Fovertcaton o o
ey s mamerms. 2111120 products, go to www.ahridirectory.org.

*The WindFree™ unit delivers an air current that is under 0.15 m/s while in WindFree™ mode. Airvelocity that is below 0.15 m/s is considered "still air* as defined by ASHRAE 55-2013 (American Society of Heating,

Refrigerating, and Air-Conditioning Engineers).
Samsung HVAC maintains a policy of ongoing development, specifications are subject to change without notice.
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RESIDENTIAL MULTI-ZONE SYSTEMS | ——

WindFree™* Mini 4-Way Cassette

US CODE INDOORUNIT CNHO9NDB CNH12NDB CNH18NDB
MODELNUMBER INDOORUNIT ACO09BNNDCH/AA ACO12BNNDCH/AA ACO18BNNDCH/AA

COOLINGCAPACITY 9,100 Btu/h 10,800 Btu/h 17400Btu/h
HEATING CAPACITY 10,000 Btu/h 13,500 Btu/h 20,000Btu/h

POWER VOLT/PHASE/Hz 1/208-230/60 1/208-230/60 1/208-230/60

PERFORMANCE

WIDTH 225/8in. 225/8in. 225/8in.
UNITDIMENSIONS HEIGHT 913/16in. 913/16in. 913/16in.
DEPTH 225/8in. 225/8in. 225/8in.
WEIGHT 25.6 lbs. 25.6 Lbs. 25.6|bs.
HIGH SIDE WSIDE 1/4in./3/8in. 1/4in./3/8in. 1/4in./1/2in.
PIPECONNECTIONS  HOHSIDEALOWS ISRV f4in./3/8in /4in. /1/2in
11/4in.0D,1in.ID 11/4in.0D,1in.ID 11/4in.0D,1in.ID
EVAPORATORFAN CRM(L/M/H) 212/ 247/ 283 226 /283 /325 300/336/371
MODELNUMBER PC4SUFMUN PC4SUFMUN PC4SUFMUN
e — 247/16in. 247/16in. 247/16in.
(SOLDSEPARATELY) WIDTH 247/16in. 247/16in. 247/16in.
HEIGHT 21/4in, 21/4in. 21/4in.
WEIGHT 6 |bs. 6 |bs. 6lbs.

.10 J Product Registration Required e -
YLy  Conditions Apply AR cerrinien IS

g certified pro

g's participation in

cation of individual

ry.org

Samsung HVAC maintains a pelicy of ongoing development, specifications are subject to change without notice.

“The WindFree™ unit delivers an air current that is under 0.15 m/s while in WindFree™ maode. Airvelocity that is below 0.15 m/s is considered "still air” as defined by ASHRAE 55-2013 (American Society of Heating,
Refrigerating, and Air-Conditioning Engineers).

©2022 Samsung HVAC P20



WindFree™* 1-Way Cassette

US CODE INDOORUNIT CNHO091DB CNH121DB
MODELNUMBER INDOORUNIT ACO09BN1DCH/AA ACO12BN1DCH/AA

COOLING CAPACITY 9,000 Btu/h 12,000 Btu/h
HEATINGCAPACITY 12,000 Btu/h 14,000Btu/h

POWER VOLT/PHASE /Hz 1/208-230/60 1/208-230 /60
WIDTH 383/16in. 383/16in.
HEIGHT 55/16in. 55/16in.
DEPTH 161/8in. 161/8in.
WEIGHT 20.51bs. 20.51bs.
HIGH SIDE /LOW SIDE 1/4in./3/8in. 1/4in./3/8in.
DRAIN 11/4in.0D,1in.ID 11/4in.ODTin. ID

EVAPORATOR FAN CRM(L/M/H) 205/230/258 254/290/318
MODEL NUMBER PCINWFMUN PCINWFMUN
LENGTH 19.69in. 19.69in.
WIDTH 47.17in. 47.17in.
HEIGHT 3.78in. 3.78in.
WEIGHT 9.51bs. 9.5lbs.

PERFORMANCE

UNITDIMENSIONS

PIPECONNECTIONS

FASCIAPANEL
(SOLDSEPARATELY)

e N
‘10 | Product Registration Required L The AHRI Certified® mark indicates Samsung's participation i
e dicates sung's participation in
LLELY  Conditions Apply RIS LS the AHRI Certification program. For verification of individual
w.._- . certified products, go to www.ahridirectory.org.

Samsung HVAC maintains a pelicy of ongoing development, specifications are subject to change without notice.
“The WindFree™ unit delivers an air current that is under 0.15 m/s while in WindFree™ maode. Airvelocity that is below 0.15 m/s is considered "still air” as defined by ASHRAE 55-2013 (American Society of Heating,

Refrigerating, and Air-Conditioning Engineers).

©2022 Samsung HVAC P21



RESIDENTIAL MULTI-ZONE SYSTEMS | ——

Slim Duct

US CODE
MODELNUMBER

PERFORMANCE

POWER

UNITDIMENSIONS

PIPE CONNECTIONS

EVAPORATOR FAN

INDOOR UNIT
INDOOR UNIT

COOLING CAPACITY

HEATINGCAPACITY
VOLT/PHASE /Hz

WIDTH

HEIGHT

DEPTH

WEIGHT

HIGH SIDE / LOW SIDE
CONDENSATE CONNECTION
CFM(L/ M/H)

STATIC PRESS URE (STANDARD)
STATIC PRESS URE (MIN./MAX.)

CNHO9LDB

CNH12LDB

CNH18LDB

ACO09BNLDCH/AA ACO12BNLDCH/AA ACO18BNLDCH/AA

9,000 Btu/h 12,000 Btu/h 18,000 Btu/h
12000Btu/h 14,000Btu/h 20,000Btu/h
357/16in. 357/16in. 435/16in.
713/16in. 713/16in. 713/16in.
175/16 in. 17 5/16 in. 17 5/16 in.
41.71bs. 41.71bs. 49.4 Ibs.
1/4in./3/8in. 1/4in./3/8in. 1/4in./1/2in.
11/4in.0D,1in. 1D 11/4in.0D,1in. 1D 11/4in.0D1in.ID
194 /230/ 283 300/353/399 353 /459 /600
0.1in. WC 0.1in.WC 0.1in. WC
0.0/0.24in. WC 0.0/0.24in.WC 0.0/0.24in. WC

TP
: /| Product Registration Required
\ I/ Conditions Apply

Lo The AHRI Certified® mark indicates Samsung's participation in
A FERJJﬂEE- the AHRI Certification program. For verification of individual
oo —— — certified products, go towww.ahridirectory.org

Samsung HVAC maintains a policy of ongoing development, specifications are subject to change without notice.

©2022 Samsung HVAC
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Duct S

USCODE INDOORUNIT
ODEL NUMBER INDOORUNIT

UNITDIMENSIONS

PIPE CONNECTIONS

EVAPORATORFAN

d ™
: | Product Registration Required
! /' Conditions Apply

WARRANTY
-

Samsung HVAC maintains a policy of ongoing development, specifications are subject to change without notice.

©2022 Samsung HVAC

COOLNGCAPACITY
HEATING CAPACITY
VOLT/PHASE/Hz
WIDTH

HEIGHT

DEPTH

WEIGHT

HIGH SIDE /LOW SIDE
CONDENSATECONNECTION

CRM(L/M/H)

STATIC PRESSURE (STAN DARD)
STATIC PRESSURE (MIN./MAX.)

JNHO9HDB JNH12HDB JNH15HDB JNH18HDB
AJOO9BNHDCH/AA AJO12BNHDCH /AA AJOISBNHDCH/AA AJO18BNHDCH/AA
9,000Btu/h 12000 Btu/h 15,000Btu/h 18,000 Btu/h
12,000 Btu/h 14,000 Btu/h 18,000Btu/h 21,000 Btu/h
1/208-230/60 1/208-230/ 60 1/208-230/ 60 1/208-230/60
357/16in. 357/16in. 357/16 in. 357/16 in.
913/16in. 913/16in. 913/16in. 913/16in.
279/16in. 279/16in. 27916 in. 2Z79/16in.
58.9 Ibs. 58.9 lbs. 58.9 lbs. 58.9 Ibs.
1/4in./3/8in. 1/4in. /3/8in. 1/4in./1/2in. 1/4in./1/2in.
11/4in.0D1in.ID 11/4in.0D1in.ID 11/4in. 0D,1in. 1D 11/4in.0D1in.ID
243258/ 297 258/314/399 307/374/4M 346 /4177502
0.18in.WC 0.18in.WC 0.18in. WC 0.18in.WC
0.10/0.59 in.WC 0.10/0.59in.WC 0.10/0.59 in. WC 0.10/0.59in.WC

ALY cermiFED

baly Pocegnired. insuster

the AHRI Certification prog
certified products, go to

ww

The AHRI Certified® mark indicates Samsung's participation in
ram. Forverification of individua
w.ahridirectory.org.




RESIDENTIAL MULTI-ZONE SYSTEMS | ——

Multi-Position Air Handler (MPAH)

US CODE

INDOORUNIT

CNH12ZDB

CNH18ZDB

CNH24ZDB

ACO012BNZDCH/AA ACO018BNZDCH/AA AC024BNZDCH/AA

MODELNUMBER INDOORUNIT

PERFORMANCE COOLINGCAPACITY 12,000 Btu/h 18,000 Btu /h 24,000 Btu/h
HEATING CAPACITY 13,500 Btu/h 20,000 Btu/h 27000Btu/h

POWER [ PHA 1/208-230/60 1/208-230/60 1/208-230/ 60

171/2in. 171/2in. 171/2in.

UNITDIMENSIONS HEIGHT 43in. 43in. 43in.
DEPTH 213/4in. 213/4in. 213/4in.
WEIGHT 95.9 lbs. 98.1lbs. 98.1bs.

PIPE CONNECTIONS HIGH SIDE / LOW SIDE 1/4in./3/8in. 1/4in./1/2in. 1/4in./1/2in.
CONDENSATE CONNECTION 3/4"FNPT 3/4"FNPT 3/4"FNPT
CRM(L/M/H) 244 /286 /374 494 /530/ 600 547/ 636 /759

EVAPORATOR FAN STATIC PRESS URE (STANDARD) 0.4in.WC 0.58in.WC 0.58in. WC
STATIC PRESS URE (MIN./MAX.) 0.10/0.50in. WC 0/0.80in.WC 0/0.80in.WC

Loy The AHRI Certified® mark indicates Samsung's participation in
RIS F.E?.I.IEEE. the AHRI Certification pi n. Forverification of individual
certified products, go t ahridirectory.org.

-
: /| Product Registration Required
\ i/ Conditions Apply
‘WARRANTY

——r— e —

Samsung HVAC maintains a policy of ongoing development, specifications are subject to change without notice.

©2022 Samsung HVAC p24



Console

CNHO09JDB CNH12JDB CNH15JDB CNH18JDB
ACO09BNJDCH/AA ACO12BNJDCH/AA ACO15BNJDCH/AA ACO18BNJDCH/AA
PERFORMANCE COOLINGCAPACITY 9,000Btu/h 10,200 Btu/h 15000Btu/h 17,000 Btu/h
HEATIN GCAPACITY 10,100 Btu/h 13,000 Btu/h 18,000Btu/h 19,000Btu/h
POWER VOLT/PHASE /Hz 1/208-230/60 1/208-230/60 1/208-230/60 1/208-230/60
WIDTH 283/8in. 283/8in. 283/8in. 283/8in.
UNITDIMENSIONS HEIGHT 713/160n. 713/16in. 713/16in. 713/16in.
DEPTH 247116 in. 247/116in. 24716i0n. 24716i0n.
WEIGHT 34.61bs. 34.61bs. 35.11bs. 35.11bs.
PIPE CONNECTIONS HIGH SIDE / LOW SIDE 1/4in. /3/8in. 1/4in./3/8in. 1/4in./1/2in. 14in./1/2in.
CONDENSATE CONNECTION 11/4in.0D,7in. 1D 11/4in.0D,1in.ID 11/4in.0D1in.ID 11/4in.0D1in. 1D
EVAPORATO R FAN CFM(L/ M/ H) 012/240/ 265 220 /254 /300 254 /290/318 2601 /297/332
ACCESSORIES WIRELESS CONTROLLER INCLUDED INCLUDED INCLUDED INCLUDED

. o ";‘
: / Product Re%istratior Required
\ I/ Conditions Apply

WARRANTY
g by Pecogatied. iociarty Feasctod.

Samsung HVAC maintains a policy of ongoing development, specifications are subject to change without notice.

©2022 Samsung HVAC

The AHRI Certified® mark indicates Samsung's participation in
the AHRI Certification program. Forverification of individual
certified products, go to www.ahridirectory.org.




RESIDENTIAL MULTI-ZONE SYSTEMS | ——

Free Joint Multi (FJM)

DI A DIED LI
AJO20BXJ2CH/AA AJ024BXJ3CH/AA AJ036BXJACH/AA AJ048BYJSCH/AA
IDUCONNECTION QUANTITY 2 2-3 2-4 2-5
COOLINGCAPACITY (STAN DARD / MAX.)" 18,000 /18,000 Btu/h 22,000 /22,000 Btu/h 32000/ 36,000Btu/h 47,000/ 48,200 Btu/h
MIN.COOLINGCAPACITY 5500 Btu/h 6,500 Btu/h 6,500 Btu/h 6,500Btu/h
HEATINGCAPACITY (STANDARD / MAX.)" 22,000/ 26,400 Btu/h 25000 /29,600 Btu/h 36,000/ 42000Btu/h 48,500/ 53,600 Btu/h
PERRORMANCE MIN.HEATINGCAPACITY 3,500 Btu/h 4300Btu/h 7500Btu/h 7500Btu/h
SEER(DUCTED/ MIXED /NON-DUCTED) 18.00/18.75/19.50 17.00/18.00/19.00 16.50/18.00/19.50 16.00/17.85/19.70
EER (DUCTED /MIXED / NON-DUCTED) 11.10/1.90/12.70 10.10/11.40/1270 9.30/10.90/12.50 8.60/9.55/10.50
HSPF(DUCTED/ MIXED /NON-DUCTED) 9.50/9.75/10.00 9.00/9.50/10.00 9.00/9.50/10.00 9.20/9.75/10.30
VOLT/ PHASE [ Hz 1/208-230/ 60 1/208-230/ 60 1/208-250/60 1/208-230/ 60
MAX. BREAKER 20.0 A 25.0A 30.0A 10.0A
16.5A 19,54 26.0A 37.0A
345/8in. 345/8in. 37in. 37in.
S—— 317/16in. 317/16in. 395/16in. 4758in.
123/16n. 123/16in. 13in. 13in.
116.8 Lbs. 125.7bs. 168.71bs. 1929 lbs,
OPERATING TEMPERATURE COOLING 14-14.8°F 14-114 8°F 14-114.8°F 14-114.8°F
R HEATING 5-75°F 5- 75°F 5-75°F 5- 75°F
OPERATING TEMPERATURE COOLING -10.0- 46.0°C -10.0-46.0°C -10.0- 46.0°C -10.0-46.0°C
C) HEATING -15.0-24.0°C -15.0- 24.0°C -150-24,0°C -15.0-24.0°C
HIGH SIDE 1/4"X2 1/4"X3 1/4"X 4 1/4"X5
LOWSIDE 3/8"X1+1/2'X1 3/8"X1+1/2'X2 3/8"X2+1/2'%2 3/8"X2+1/2'%3
INCLUDEDPIPE ADAPTERS 1-1/2'x3/8" 2-1/2'X3/8" 2 e, BT
PIPECONNECTIONS 2-1/2"X5/8" 2-1/2'X5/8"
MAX. INDIVIDUALLENGTH 82ft. 821t 82ft. 82ft.
MAX. TOTAL LENGTH (TOTAL) 164 ft. 2301, 2301t 230 ft.
MAX. VERTICAL(O DU TO IDU) 49 ft. 19 ft 19t 19t
MAX. VERTICAL(IDUTO IDU) it 251t. 251, 25ft,
REFRIGERANT R410ACHARGE Tl60z 93.50z. 109.30z. 133.4 0z
CHARGEDFOR 98.4 ft 1311t 1311t 164 ft.
CERTIFICATIONS ENERGY STAR®CERTIFIED @ E
[ e [ s
Non-Ducted ndoar UnitsOnly Non-Ducted Indoar Units Only Non-Duded Indoar Units Only

dicates Samsung's participation in
ram. Forverification of individual

AR certiFED

et ey

P
: /| Product Registration Required
\ ¢ Conditions Apply

T Minimum and maximum capacity will vary based on connected indoor unit capacity and type.

Select Models are ENERGY STAR® labeled. Proper sizing and installation of equipment is critical to achieve performance. Split system air conditioners and heat pumps (excluding ductless systems) must be matched
with appropriate coil compenents to meet ENERGY STAR® criteria. Ask your contractor for details or visi ener '

Samsung HVAC maintains a policy of ongoing development, specifications are subject to change without notice.

kol Pervgsirad neveter
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Free Joint Multi (FJM) Max Heate

A

MaxHeat
AJO20BXS3CH/AA AJ024BXSACH/AA AJO30BXSACH/AA AJ036BXSACH/AA
IDUCONNECTION QUANTITY 2-3 2-4 2-4 2-4
COOLING CAPACITY (STANDARD / MAX.)" 21,000/ 21,000Btu/h 25,000 /25,000 Btu/h 28,400/ 28,400 Btu/h 34,000/ 39,600Btu/h
MIN. COOLING CAPACITY 5500Btu/h 6,500 Btu/h 6,500 Btu/h 6,500 Btu/h
HEATING CAPACITY (STANDARD / MAX.)" 22,000/ 22000Btu/h 25,000 /25,000 Btu/h 28,600/ 28,600 Btu/h 36,600/ 36,600Btu/h
MIN. HEATING CAPACITY 7500Btu/h 7,500 Btu/h 7500Btu/h 7,500 Btu/h
PERFORMANCE MAX. HEATING CAPACITY AT5°F(-15.0°C) 2000Btu/h 25,000 Btu/h 28,600 Btu/h 36,600Btu/h
MAX. HEATING CAPACITY AT-13°F(-25.0°C) 15380Btu/h 17480 Btu/h 20,000 Btu/h 25590 Btu/h
SEER (DUCTED / MXED/ NON-DUCTED) 15.50/16.75/18.00 16.00/17.50 /19.00 17.00/18.00/19.00 18.00/19.00/20.00
EER(DUCTED/ MIXED/ NON-DUCTED) 11.40/1245/13.50 10.60/11.80/13.00 10.50/1.50/12.50 M.00/11.75/12.50
HSPF(DUCTED / MIXED / NON-DUCTED) 9.50/9.75/10.00 9.50/9.75/10.00 9.80/10.40/11.00 9.10/9.80/10.50
VOLT/PHASE / Hz 1/208-230/ 60 1/208-230/ 60 1/208-230/ 60 1/208-B0/60
MAX. BREAKER 30.0A 30.0A 30.0A 40.0A
MCA 2554 26.0A 26.0 A 3654
WIDTH 37in. 37in. 37in. 37in.
UNIT DIMENSIONS HEIGHT 395M6in. 395/16in. 39516in. 475/8in.
DEPTH 13in. 13in. 13in. 13in.
WEIGHT 170.9 lbs. 173.11bs. 173.11bs. 192.9 lbs.
OPERATINGTEMPERATURE  CODLING 14 -114.8°F 14-114.8°F 14 -14.8°F 14-114.8°F
R HEATING -13-75°F -13-75°F -13-75°F -13 - 75°F
OPERATING TEMPERATURE COOLING -10.0-46.0°C -10.0 - 46.0°C -10.0- 46.0°C -10.0- 46.0°C
Q) HEATING -25.0-24.0°C -25.0-4.0°C -25.0- 24.0°C -25.0-24.0°C
HIGH SIDE 1/4"X3 1/4"X4 1/4"X 4 1/4"X 4
LOWSIDE 3/8"X3 3/B"X2+1/2'%2 3/8"X2+1/2°X2 3/B"X2+1/2'%2
2-1/2"%3/8",
INCLUDED PIPE ADAPTERS 1-3/8"X1/2" 2-1/2"X3/8" 2-1/2'K3/8" 2-1/2'X5/8"
FIECOMMECHONS MAX. INDIVIDUALLENGTH 82ft. 821t 821t 821t
MAX. TOTALLENGTH 164 ft. 30t 230 ft. 30ft
MAX. VERTICAL{ODUTO IDU) 49 ft. 49 ft. 49 ft. 49 ft.
MAX. VERTICAL(IDUTO IDL) 25ft. 25ft 5ft 25ft
R410A CHARGE 119.9 0z 19.90z. 119.9 0z 127.00z.
REFRIGERANT CHARGED FOR 1311t 1311 1311t 1641t
CERTIFICATIONS ENERGYSTAR® CERTIFIED m* E
EERET % EEEETm EEERT
Kon-Ducted indoor UnitsOnly Non-Ducted Indoor Units Onby Mon-Ducted ndoor UnitsOnly Non-Ducted Indoor Units Only

cates Sams
m. For verifi

p . - \‘
- 10 | Product Registration Required
R4AA0¥  Conditions Apply

As S ceRriFeD
WARRANTY

—r— ST —————

ng's participation in
tion of individual

/.0rg

' Minimum and maximum capacity y based on connected indoor unitca 3
Select Models are ENERGY STAR® labeled. Proper sizing and installation of equipment is critical to achieve performanc
with appropriate coil compenents to meet ENERGY STAR® criteria. Ask your con for details orvisi ener
Samsung HVAC maintains a policy of ongoing development, specifications are sub) o change without notice.

Split system air conditioners and heat pumps (excluding ductless systems) must be matched
ov.
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LIGHT COMMERCIAL SINGLE ZONE SYSTEMS

WindrFree™* 4-Way Cassette

MODEL NUMBER

INDOO RUNIT
DIMENSIONS

OUTDOO RUNIT

DIMENSIONS

OPERATING TEMPERATURE
A

OPERATING TEMPERATURE
Q)

PIPE CONNECTIONS

REFRIGERANT

EVAPO RATORFAN
CONDENSERFAN

FASCIAPANEL
(SOLD SEPARATELY)

CERTIACATIONS

with appropriate co

*The Win
Refriger,

Registration Required
ns Apply

CNH184DB CNH24408 CNH304DB CNH36408 CNHA2808 CNHABADB
CXH18ADB CXH24ADB CXH30ADB CXH36ADB CXHAZADB CXH4BADB
ACO1BBNADCH /AR AC 4DCH [AA ACO30BNADCH /AA ACO36BNADCH/ AA ACO42BNADCH /AR ACO28BNADCH /AA
ACOIBBXADCH/AA ACO24BXADCH/AA ACO30BXADCH/AR ACO36BXADCH/AR ACOA2BXADCH/AA ACOA8BXADCH/AR
18,000 Btu/h 24000 Bu/h 30000Bw/h 36000Bw/h 42000Btu/h 48000Buw/h
£,000- 26,000 Bu/h 8,000~ 32000 Bu/h 9,000~ 35000 Blu/h 11,000- 43 000 Bts/h 11500- 47,000 Bus/h 12000- 52,000 Buu/h
20,000 Bu/h Z7,000Btu/h 32000Bt/h 40000Bw/h 47000 BLu/h 51000 Btu/h
5500- 31,000 Btu/h 7000- 40,000 Blu/h 7500- 43 000 Blu/h 12500- 52000 Blu/h 12500- 58,000 Blu/h 13,000- 60,000 Bu/h
2.80/13.80 20.50 /1260 20.10/11.00 2030/ 1150 18.50/10.00 17.20/8.30
320 320 340 380 340 370
10.50 10.40 1020 10.60 1020 10.00
1/208-230 / 60 1/208-230 / 60 1/208-230 / 60 1/208-230 / 60 1/208-230 / 60 1/208-730 60
A 304 304 354 a0A a0A
201 A 201 A 2404 WEA 24 TAA
331/160n. 331/160n. 331/160n. 331/160n. 331/160n. 331/160n.
971716 in. 971716 in. T &16in. T 516in. T &16in. T 516in.
331716100 331716100 331716100 331716100 331716100 331716100
3511bs, 3530bs. #191bs. 36.71bs. 36.71bs. 36.71bs.

345/8in. i, i, i, i, i,
317716 in. 395/160n. 395/160n. 471116in. 471116in. 471116in.
12140n. Bin. i, Bin. Bin. Bin.
118 41bs. 158.7bbs. 158.7Ibs. 189 4 1bs. 195.11bs. 195.11bs.
0-12°F 0-12°F 0-12°F 0-12°F 0-12°F 0-12°F
A3-75°F 3-75°F “4-75F “4-75F “4-T5F “4-75F
18 - 50°C 18- 50°C 18 - 50°C 18- 50°C 18 - 50°C 18- 50°C
- 28°C - 28°C 20 M°C 20 M°C 20 ]°C 20 M°C
1/4in./1/2in. 1/4in. /5/81n. 3/8in./ 5/Bin. 3/8in./ 5/Bin. 3/Bin /5/8in. 3/Bin/5/8in.
1641 1641 1641 2061 2061 2061
SBAM SBAM FBAM SBAM SBAM SBAM
2.470bs. 573 lbs, 573 lbs, 639 bs. 75lbs. 75lbs.
XA M6 X M6 M6 M6
636/742/848 636/742/848 629/833/996 671/911/1208 710/ 95 /1247 749996 /1289
215 2684 2684 1532 3532 1532
PCANLEMUN PCANLEMUN PCANLEMUN PCANLFMUN PCANLEMUN PCANLEMUN
373/8in. 373/8in. 373/8in. 373/8in. 373/8in. 373/8in.
373/8in. 373/8in. 373/8in. 373/8in. 373/8in. 373/8in.
21/2in. 21/2in. 2172in. 2172in. 21/2in. 21/2in.
13 88lbs. 13 88lbs. 13 8albs. 13 88lbs. 13 88lbs. 13 88lbs.
= =
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WindFree™* Mini 4-Way Cassette

INDOORUNIT
OUTDOORUNIT

INDOORUNIT
OUTDOORUNIT

COOLINGCAPACITY
COOLINGRANGE
HEATING CAPACITY
HEATING RANGE
SEER/EER

cop

HSPF

VOLT/PHASE / Hz

MAX. BREAKER
MCA

Us CODE

MODELNUMBER

PERFORMANCE

INDOORUNIT
DIMENSIONS

OUTDOORUNIT
DIMENSIONS

OPERATING TEMPERATURE

COOLING
°R HEATING

OPERATING TEMPERATURE COOLING
Q) HEATING
HIGH SIDE /LOWSIDE

PIPE CONNECTIONS MAX. LENGTH

MAX. VERTICAL

REFRIGERANT RANACHARGE

CHARGED FOR

EVAPORATOR FAN CFM(L/M/H)

CONDENSER FAN CPM(MAX.)

FASCIAPANEL

(SOLDSEPARATELY)

CERTIFICATIONS ENERGYSTAR® CERTIFIED

CNHO9YNDB CNH1ZNDB CNH18NDB
CXHO9ADB CXH12ADB CXH18ADB
ACOO9BNNDCH/AA AC012BNNDCH/AA ACO18BNNDCH/AA
ACOO09BXADCH/AA ACO12BXADCH/AA ACO18BXADCH/AA
9,100 Btu/h 10800Btu/h 17400Btu/h
3400-14,000Btu/h 3,500- 14,500 Btu /h 5500- 21,000 Btu/h
10,000 Btu/h 13,500 Btu/h 20,000Btu/h
2900- 15,000 Btu/h 3,000- 15500 Btu/h 3,300- 23,500 Btu/h
21.00/13.00 20.50/12.50 19.30/11.00
4.30 3.70 2.90
11.70 11.20 10,10
1/208-50/60 1/208-230/60 1/208-230/60
154 154 254
10.9 A 10.9 A 200 A
225/8in. 225/8in. 225/8in.
91316in. 91316in. 91316in.
225/8in. 225/8in. 225/8in.
25.61bs. 25.61bs. 25.61bs.
311/8in. 311/8in. 345/8in.
29/16i0n. 29/16i0n. 3N716in.
111/4in. 111/4in. 12316in.
74.3bs. 74.3bs. 118.4bs.
0-12°F 0-122°F 0-122°F
-13 -75°F -13 -75°F -13 -75°F
-18-50°C -18-50°C -18-50°C
-25-24°C -25-24°C -25-24°C
1/4in./3/8in. 1/4in./3/8in. 1/4in./1/2in.
65.6ft 65.6 ft. 1641t
49 21t 49 21t 9841t
2.541bs. 2.541bs. 4.41bs.
24,61t 24,61t 2461t
212/ 247/ 283 226/ 283 /325 300/336 /37
1,059 1,059 2154
PCASUFMUN PC4SUFMUN PCASUFMUN
24716i0n. 24716 i0n. 24716 i0n.
24716 i0n. 24716i0n. 24716 i0n.
113/16in. 11316in. 11316in.

6 Lbs. 6 lbs. 6 lbs.
B B

t Registration Required
s Apply

AL cermiFED
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onditioning Engineers).
Select Models are ENERGY STAR® labeled. Proper sizing and installation of
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LIGHT COMMERCIAL SINGLE ZONE SYSTEMS

WindFree™* 1-Way Cassette

— INDOORUNIT CNHO091DB CNH121DB CNH181DB
OUTDOORUNIT CXHO9ADB CXH12ADB CXH18ADB
R — INDOORUNIT ACOO9BN1DCH/AA ACO12BN1DCH/AA ACO18BN1DCH/AA
OUTDOORUNIT ACO09BXADCH/AA ACO12BXADCH /AA ACO18BXADCH/AA
COOLING CAPACITY 9,000Btu/h 12,000 Biu/h 18,000Btu/h
COOLING RANGE 2700-12,500 Btu/h 2900 - 12900 Btu/h 6,800-19,000Btu/h
HEATING CAPACITY 12,000Btu/h 14,000 Btu/h 20,000Btu/h
PERFORMANCE HEATING RANGE 2400-18,000 Btu/h 2,900 - 20,000 Btu/h 3,600-28000Btu/h
SEER/EER 21.80/13.40 19.30/10.70 19.60/11.10
cop 3.00 290 3.20
HSPF 13.50 9.70 9.70
VOLT/PHASE /Hz 1/208-230/60 1/208-230/ 60 1/208-230/60
MAX. BREAKER 15A 15A 254
MCA 10.9A 10.9A 201 A
WIDTH 383/16in. 383/16in. 471/4in.
INDOORUNIT HEIGHT 55/16in. 55/16in. 57/16in.
DIMENSIONS DEPTH 161/8in. 161/8in. 173 /4in.
WEIGHT 20.51bs. 20.51bs. 29.51bs.
311/8in. 311/8in. 345/8in.
OUTDOORUNIT 219/16in. 219/16in. 317A6in.
DIMENSIONS 1n1/4in. 111/4in. 123A6in.
74.3 bs. 74.3 Lbs. 18.41bs.
OPERATINGTEMPERATURE  [COOLING 0-122°F 0-122°F 0-122°F
R HEATING 13 -75°F -13-75°F -13 -75°F
OPERATINGTEMPERATURE  [COOLING -18-50°C -18-50°C -18-50°C
Q) HEATING -25-24°C -25-24°C -25-24°C
HIGH SIDE / LOW SIDE 1/4in./3/8in. 1/4in./3/8in. 1/4in./1/2in.
PIPECONNECTIONS MAX. LENGTH 65.61t 65.6 1t 1641t
MAX. VERTICAL 49 21t 49 21t 98.4ft.
S R410ACHARGE 254 bs. 2.54 Lbs. 4.411bs.
CHARGEDFOR 24,6t 24,61 2461t
EVAPORATORFAN CAM(L/M/H) 205/230/258 254 /290/318 424/4% /494
CONDENSERFAN CAM(MAX.) 1,05 1,059 2154
PCINWEMUN PCINWEMUN PCIBWFMUN
19.69in. 19.69 in. 19.69 in.
z‘:&‘;i’::;mv) 4?.17Iin. 47.17Iin. 55.51 |r1
1.38in. 138in. 1.38in.
WEIGHT 9.5lbs. 9.51lbs. 11.01lbs.

| Product Registration Required

G The AHRI Certified® mark indicates Samsung's participation in
Conditions Apply A= cermiFieD* the AHRI ation program. For verification of individual

o | fied products, gotoy ."\f.'.a'h'icire-:tor'y'.-:rg

b

VAC maintains a policy of engoing development, specifications are subject to change without notice.
Free™ unit delivers an air current that is under 0.15 m/s while in WindFree™ mode. Airvelocity that is below 0.15 m/s is considered "still air” as defined by ASHRAE 55-2013 (American Society of Heating,
Refrigerating, and Air-Conditioning Engineers).

2 Samsung HVAC P30



360 Cassette

CNH1860B CNH24608 CNH30608 CNH36608 CNHA2608 CNHAB6DB
CXH18ADB CXH24ADB CXH30AD8 CXH36ADB CXHAZADB CXHABADB
PE— ACO18BN 6DCH/AA AC CH/AA ACO30BNGDCH /AA ACO36BN&DCH/ AA ACO428N6DCH/AA ACO048BNGDCH /AA
ACOT8BXADCH/AR ACO24BXADCH /AA ACC30BKADCH /AA ACO36BKADCH/AA ACOA2BXADCH /AA ACOABBKADCH /AA
18,000 Bu/h 24000 Bu/h 30,000 Bl/h 36,000Btu/h 42000 Btu/h 48,000 Bu/h
£,000- 25000 Blu/h 8,000 -32D00 Blu/h 9,000~ 35000 Bl/h 11,000- 43000 Blu/h 11500 - 47000 Btu/h 12,000 - =000 Btu/h
20,000 Btu/h 27,000 B/ h 32,000 Blw/h 40000 Bt/h 47000 Btu/h 51,000 Blu/h
PERFORMANCE 4,700~ 28,000 Blu/h 7000- 4000 Bu/h 7,500~ 43000 Blu/h 12500- 52000 Bu/h 12500 - 58000 Btu/h 13,000 - 60,000 Blu/h
2110 /1230 2.00/1270 20.10/11.00 2030/11.50 18.50,10.00 17.20/8.30
340 30 240 340 330 290
10.00 10.80 1020 10.30 5.80 9,60
1/208-230 /60 1/208- 230/ 60 1/208-230, 60 1/208-230 /60 1/208-330, 60 1/208-230, 60
A 304 A %A 304 30 A
201 A WA W0A W5A T2IA TEA
371/4in. 371/41n. 371/4in. 371/4in. 371/41n. 37 1/40n.
INDOORUNIT Tlin. 143/8in. 143/81n. 143/8in. 143/8in. 143/81n.
DIMENSIONS 371/4in. 371/4in. 371/4in. 3714 in. 371/4in. 371/4in.
44.11bs. 5.4 lbs. Slalbs % 6 lbs, 6 lbs 556 lbs.
345/8in. 7in. 7in. i, 7in. 7in.
OUFDOOR UNIT 317716 in. 395/161n. 3951600 4711/16in. 47T /161n. 4711/161n.
DIMENSIONS 121/4in. 13in. 3in. Tin. 3in. Tin.
118 albs. 158 71bs. 158 71bs. 189 61bs. 1951 1bs. 19511bs,
OPERATINGTEMPERATURE  CODUING 0-12°F 0-122F 0-122F 0-12°F 0-122F 0-122F
L) HEATING 93 75°F T3 -75F 4 -T5F “4-75F “4-T5F 4 15F
OPERATINGTEMPERATURE OGN 18 - 50°C 18- 50°C 18- 50°C 18 - 50°C 18- 50°C 18- 50°C
0 HEATING B-WC “35-°C 20-]°C 20 - ]°C “20-28°C 20-M°C
HIGHSIDE /LOWSIDE 1/4in./1/2in. 1/4in./ 5 8in. 3/8in./5/8in. 3/8in./ 5/Bin. 3/8in. /58 in. 3/8in./5/8in.
PIPECONNECTIONS MAX. LENGTH 164 ft. 164 ft 164 ft. 24461t 6 ft a6
9841 9.4 PRATL 9841 984T 9RA T
R 4.411bs. 573 lbs. 573 b, 639 bs. 75lbs. 7.5lbs.
W60 M6 206 ft M6 M6 206t
480/ 547/ 646 745/632/ 26 £32/745/904 710,943 /1780 745/982/1218 823 (1024/1257
CONDENSERFAN 215 2684 2584 1532 182 3532
PCANUDMUN PCANUDMUN PCANUDMUN PCANUDMUN PCANUDMUN PCANUDMIN
PCANEDMUN PCANEDMUN PCANBOMUN PCANEDMUN PCANEDMUN PCANBOMLN
39 3/Bin. 393/8in. 393/Bin. 39 3/8in. 393/Bin.
393/8in. 393/8in. 393/Bin. 393/Bin. 393/Bin.
25 8in. Z5/8in 25/Bin. 258in. 25/Bin.
FASCIAPANEL 7.941bs. 794 [bs. 7941bs. 7.941bs. 7941bs.
(SOLDSEPARATELY) PCANUNMUN PCANUNMUN PCANUNMUN PCANUNMUN PCANUNMUN PCANUNMUN
PCANENMUN PCANENMUN PCANBNMUN PCANENMIN PCANENMUN PCANBNMUN
415/16 in. 41516in. 41516in. 415/16 in. 41516in. 41516in.
415/16 in. 41516in. 41516in. 415/16 in. 41516in. 41516in.
311716 in. BT 311/16in. 371610 T11/16in. 311/16in.
5951hs, 5951bs. 5.95lhs, 5951hs, 5951bs. 5.95lhs,
CERTIFICATIONS

Registration Required

= H ] The AHRI Ce nark indicates Samsung's participation in
ns Apply A CERTIFIED" the AHRI Certification program. ation of individual
eSS certified prod gott ahridirectory.org

fide)
of ongoing d

go (Minimum of 1incl
(C maintains a policy

elopment, specifications are subject

o change without notice.
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LIGHT COMMERCIAL SINGLE ZONE SYSTEMS

Slim Duct

0DE

MODEL NUMBER

PERFORMANCE

INDOORUNIT
DIMENSIONS

OUTDOORUNIT
DIMENSIONS

OPERATING TEMPERATURE
(°F)
OPERATING TEMPERATURE
(°C)

PIPE CONNECTIONS

REFRIGERANT

EVAPORATOR FAN

CONDENSERFAN CRM(MAX.)

CERTIFICATIONS ENERGY STAR® CERTIRED

Samsung HVAC maintains a policy of ongoing development, specifications are subject to change without notice.

©2022 Samsung HVAC

INDOOR UNIT
OUTDOORUNIT
INDOOR UNIT
OUTDOORUNIT
COOLINGCAPACITY
COOLINGRANGE
HEATINGCAPACITY
HEATINGRANGE
SEER/EER

cop

HSPF
VOLT/PHASE/ Hz
MAX. BREAKER

COOLING

HEATING

COOLING

HEATING

HIGH SIDE / LOW SIDE

MAX. LENGTH

MAX. VERTICAL

CONDENSATE CONNECTION
R410ACHARGE

CHARGEDFOR

CRM(L/M/H)

STATIC PRESSURE (STAN DARD)
STATICPRESSURE (MIN./MAX.)

Al cerTIFED

b

o —

CNHO9LDB CNH12LDB CNH18LDB
CXHO9ADB CXH12ADB CXH18ADB
ACOO9BNLDCH/ AA ACO1ZBNLDCH/AA ACO18BNLDCH/AA
ACOO9BXADCH/AA ACO1ZBXADCH/AA ACO18BXADCH/AA
9,000 Btu/h 12000 Btu/h 18,000 Btu/h
3,000- 13,000 Btu/h 3,200- 14,000 Btu/h 5500- 22,000 Btu/h
12000 Btu/h 14,000Btu/h 20,000Btu/h
2900 - 16,000 Btu/h 3,000- 17,000 Btu/h 3,000- 25,000 Btu/h
21.10/14.00 20.70/1200 19.80/1210
3.5 3.60 320
1.30 10.80 9.00
1/208-230/60 1/208-230/60 1/208-30/60
15A 15A 25A
10.9A 10.9A 2014
357116 in. 357116in. 43 516i0n.
71316 in. T13/16in. T13/16in.
17516 0n. 17516 10n. 171316in.
41.71bs. 41.71bs. 49.41bs.

293/8X515160n. 293/8X515160n. 337/8X6in.
305/8X65/8in.(inside) 305/8X65/8in.(inside) 381/2X65/8in.(inside)
311/8in. 311/8in. 345/8in.
21916 in. 2916in. 31716in.
n/4in. 111/4in. 123/16in.
74,3 bs. 74,3 bs. 18.41bs.
0-1Z°F 0-122°F 0-122°F
-13-75°F -13-75°F -13-75°F
-18- 50°C -18- 50°C -18-50°C
-25- 24°C -25- 24°C -25- 24°C
1/4in./3/8in. 1/4in. /3/8in. 1/4in. /1/2in.
65.6ft 65.6ft 164 ft
49.2ft 49 2ft 98.41t
11/4in.0D,1in.1D 11/4in.0D,1in.1D 11/4in.0D,1in.I1D
2.54lbs. 2.54lbs. 4.411bs.
24.6ft 24.6ft 24.6ft
194 /230 /283 300/353 /399 353 /459 /600
0.1in. WC 0.7in. WC 0.1in. WC
0.0/0.24in.WC 0.0/0.24 in.WC 0.0/0.24 in.WC
105 109 2154

The AHRI Certified® mark
the AHRI Certification pr:
certified products, go to

dicates Samsung's participation in
- Forverificati
www.ahridirec

ion of individual

/.0rg
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Split system air conditioners and heat pumps (excluding ductless systems) must be matched




Duct S

PERFORMANCE

INDOORUNIT
DIMENSIONS

OUTDOORWNIT
DIMENSIONS

OPERATIN GTEMPERATURE
°R

OPERATIN GTEMPERATURE
Q)

PIPE CONNECTIONS

REFRIGERANT

EVAPORATOR FAN

CONDENSER FAN

CERTIACATIONS

Samsung HVAC maintains a policy of ongoing development,

2 Samsung HVAC

ct Registration Required
ditions Apply

Us CODE INDOORUNIT CNHO9HDB
OUTDOORUNIT CXHOSADB
MODELNUMBER INDOORUNIT ACO09BNHDCH/AA
OUTDOORUNIT ACDO09BXADCH/AA

COOLINGCAPACITY
COOLINGRANGE
HEATING CAPACITY
HEATINGRANGE
SEER/EER

cop

HSPF
VOLT/PHASE /Hz
MAX.BREAKER

COOLING

HEATING

COOLING

HEATING
HIGHSIDE/LOW SIDE
MAX.LENGTH
MAX.VERTICAL

CONDENSATE CONNECTION

R410ACHARGE
CHARGEDFOR

CFM(L/M/H)

STATIC PRESSURE (STANDARD)
STATIC PRESSURE (MIN./MAX.)

ENERGY STAR@CERTIFIED

CNH12HDB CNH18HDB CNH24HDB
CXH12ADB CXH18ADB CXH24ADB
ACOTZBNHDCH/AA ACO18BNHDCH/AA ACO4BNHDCH/AA |
ACO12BXADCH/AA ACO18BXADCH/AA AC024BXADCH/AA
9,000 Btu/h 12,000 Btu/h 18000 Btu/h 24,000 Btu/h
3,300- 14,000 Bu/h 3,500 - 15000 Btu/h ,000-24,000 Btu/h 8400-32,000 Btu/h
12,000 Btu/h 14000 Btu/h 20,000 Btu/h 27,000 Bw/h
2800-15000 Btu/h 3,000-18,000 Bu/h 5000 - 30,000 Btu/h 7000 - 39,000 Btu/h
20.60/13.10 20.30/12.50 19.60/12.50 20.50/1260
3.80 3.90 3.80 3.30
10.80 10.60 10.60 11.00
1/208-230/60 1/208-230/60 1/208-230/60 1/208-230/60
15A 15A 25A 30A
10.9A 10.9A 201A 201
337/16in. 337/16in. 471/4n. 471/4n.
913/16in. 913/16in. 913/16in. 913/16in.
279/16in. 279/16in. 279/16in. 279/16in.
58.9 bs. 58.9 bs. 76.9 1bs. 77.21bs,

323/16 X811/16in.

323/16 X811/16in.

4515/16 X811/16in.

4515/16 X 811/16in.

323/16 X811/16in.

323/16 X811/16in.

4515/16 X 811/16 in.

4515/16 X 811/16in.

podpi b o

cifications are subj

311/8in. 311/8in. 345/8in. 37in.
219/16in. 219/16in. 317/16in. 395/16in.
1/4in. 1/4in. 121/4in. 13in.
74,3 lbs. 74,3 lbs. 18.4 lbs. 158.7 lbs.
0-127F 0-12°F 0-127F 0-12°F
-13-75°F -13-75°F -13-75°F -13-75°F
-18 - 50°C -18 - 50°C -18 - 50°C -18 - 50°C
-25-24°C -25-24°C -25-24°C -25-24°C
1/4in./3/8in. 1/4in./3/8in. 1/4in./1/2in. 1/4in./58in.
65.6ft 65.6 ft. 164 ft. 164 ft.
49 .2ft 49 .2ft 98.4 1t 98.4 ft.
11/4in.0D1in.ID 11/4in.0D1in. ID 11/4in.0D1in. ID 11/4in.0D1in. ID
254 |bs. 254 |bs. 4.411bs. 573 lbs.
24.6f 24.6f. 24.6f 24.6f.
244 /258297 258/314/399 477/ 537/ 618 593/67/749
0.18in.WC 0.18in.WC 0.18in.WC 0.18in.WC
0.1/0.6in.WC 0.1/0.6in.WC 0.1/0.8in. WC 0.1/0.8in.WC
1,059 1,059 2154 2684
The AHRI Certified® mark indicates 5amsung’s participation in
1 ation program. of individua
certified products, go toy ahri g




LIGHT COMMERCIAL SINGLE ZONE SYSTEMS

Duct S - continued

OUTDOORUNIT CXH30ADB CXH36ADB CXH42ADB CXH48ADB
H!AA AC036BNHDCH/AA AC042BNHDCH/AA ACO4BBNHDCH/AA
OUTDOORUNIT ACO30BXADCH/AA ACO36BXADCH/AA AC04ZBXADCH/AA AC048BXADCH/AA
COOLINGCAPACITY 30,000 Btu/h 36,000 Bru/h 42,000 Btu/h 48,000 Btu/h
COOLINGRANGE 8500-34,000 Btu/h 11,500 - 44,000 Btu/h 12000 - 46,000 Btu/h 12500 - 51,000 Btu/h
HEATING CAPACITY 32,000 Btu/h 40,000 Btu/h 47,000 Btu/h 54,000 Bu/h
PERFORMANCE HEATINGRANGE 7900 - 41,000 Btu/h 10,500 - 56,000 Btu/h 11,000 - 63,000 Btu/h 11,500 - 65,000 Btu/h
SEER/EER 17.70/10.30 19.00/10.70 17.50/9.20 16.30/8.00
cop 3.30 3.40 3.20 2.80
HSPF 11.00 10.00 8.80 8.80
VOLT/ PHASE /Hz 1/208-230/60 1/208-230/60 1/208-230/60 1/208-230/60
MAX. BREAKER 30A 35A 40A 20A
200A 205A 322A 328A
471/4in. 513/161n. 513/161n. 513/161n.
913/16in. 1113161, 1113161, 11316,
INDOORUNIT 279/16in. 279/16in. 279/16in. 279/16in.
DIMENSIONS 77.21bs, 971bs, 971bs, 97 bs.

4515/16 X 811/16in.

4915/16 X105/8in.

4915/16 X105/8in.

4915/16 X105/8in.

4515/16 X 811/16in.

4915/16 X105/8in.

4915/16 X105/8in.

4915/16 X105/8in.

37in. 37in. 37in. 37in.
OUTDOOR UNIT 395/16in. 4711/16in. 4711/16in. 4711/16in.
DIMENSIONS 13in. 13in. 13in. 13in.
158.7 Lbs. 189.6 bs. 195.1 Lbs. 195.1 Lbs.
OPERATINGTEMPERATURE COOLING 0-122F 0-12°F 0-122°F 0-122°F
(°F) HEATING -4 - 75°F -4 - 75°F -4 - 75°F -4- 75°F
OPERATINGTEMPERATURE COOLING -18 - 50°C -18 - 50°C -18 - 50°C -18 - 50°C
) HEATING -20-24°C -20-24°C -20-24°C -20-24°C
HIGH SIDE/ LOW SIDE 3/8in./58in. 3/8in./58in. 3/8in./58in. 3/8in./58in.
PIPE CONNECTIONS MAX.LENGTH 1641t 261t 246 ft 206 Tt
MAX. VERTICAL 98.4 t. 98.4 ft, 98.4 ft. 98.4 ft,
CONDENSATE CONNECTION 11/4in.0D,Tin. ID 11/4in.0D,Tin. ID 11/4in.0D,Tin. ID 11/4in.0D,Tin. ID
B e R410ACHARGE 573 Lbs. 6.39 Lbs. 7.51bs. 7.51bs.
CHARGEDFOR 2.6t 2.6 1 2.6 4.6 ft
CFM(L/M/H) 600/759/918 848/1,024/1,165 918/1,095/1.236 954 /1130/1,271
EVAPORATOR FAN STATIC PRESSURE (STANDARD) 0.58in.WC 0.5 in.WC 0.5 in.WC 0.5 in.WC
STATIC PRESSURE (MIN./MAX.) 0.1/0.8in.WC 0.12/0.8in. WC 0.12/0.8in. WC 0.12/0.8in. WC
CONDENSER FAN 2684 3532 3532 3532

CERTIACATIONS

ENERGY STAR@CERTIFIED

E?’%iEtrﬁtiDr Required The AHRI Certified® mark indicates Samsung's participation in
Hons Apply the AHRI ation program. Forverification of individual
certified products, go to www.ahridirectory.org

podpi b o

Select Models are ENERGY STAR® labeled. Proper sizing and installation of equipment is critical to achieve performance. Split system air conditioners and heat pumps (excluding ductless systems) must be matched
with appropriate coil compenents to meet ENERGY STAR® criteria. Ask your con for details orvisi ener '
Samsung HVAC maintains a policy of ongoing development, specifications are subject to change without notice.
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Multi-Position Air Handler (MPAH)

- INDOORUNIT CNH18ZDK CNH24ZDK CNH30ZDK
OUTDOORUNIT CXH18ADB CXH24ADB CXH30ADB
P — INDOORUNIT ACO18KNZDCH/AA ACO24KNZDCH/AA ACO30KNZDCH/AA
OUTDOORUNIT ACO18BXADCH/AA ACO024BXADCH /AA ACO30BXADCH/AA
COOLINGCAPACITY 18,000 Btu/h 24,000Btu/h 30,000 Btu/h
COOLINGRANGE 5000- 22,000 Btu/h 8,000-30,000Btu/h 8500-34,000Btu/h
HEATING CAPACITY 20,000 Btu/h 27,000Btu/h 32,000 Btu/h
PERFORMANCE HEATING RANGE 5000- 29,000 Btu/h 7,000- 35000 Btu/h 7200- 37,000 Btu/h
SEER/EER 19.20 /12.00 18.70/11.00 18.80/10.70
cop 3.1 2.8 3.0
HSPF 10.0 10.9 10.5
VOLT/PHASE / Hz 1/208-230/60 1/208-230/ 60 1/208-230/60
MAX. BREAKER BA 30A 30A
MCA 20.1A 241A 24.0A
WIDTH 171/2in. 171/2in. 21in.
INDOORUNIT HEIGHT 43in. 43in. 48in.
DIMENSIONS DEPTH 21in. 2lin. 2lin.
WEIGHT 98.11bs. 98.11bs. 1257 lbs.
WIDTH 345/8in. 37in. 37in.
OUTDOORUNIT HEIGHT 317/16in. 395/16in. 395/16in.
DIMENSIONS DEPTH 121/4in. 13in. 13in.
WEIGHT 118.4 lbs. 158.7bs. 158.7 lbs.
OPERATING TEMPERATURE COOLING 0-122F 0-122°F 0-122F
(°F) HEATING -13-75°F -13-75°F -4-75°F
OPERATING TEMPERATURE COOLING -18-50°C -18-50°C -18-50°C
(°C) HEATING -25-24°C -25-24°C -20-24°C
HIGH SIDE / LOWSIDE 1/4in./1/2in. 1/4in./5/8in. 3/8in./5/8in.
PIPECONNECTIONS MAX. LENGTH 1641t 164 ft 164 ft.
MAX. VERTICAL 98.4ft 98.4 ft. 98.4ft
CONDENSATE CONNECTION 3/4 in. FNPT 3/4in.FNPT 3/4 in. FNPT
REFRIGERANT FACTORY CHARGE 4.411bs. 573 bs. 5.73 Ibs.
CHARGEDFOR 24.6ft 24.6 ft. 24.6ft
CRM(L/M/H) 494/530/ 600 547/ 636 / 759 848/918 /1,006
EVAPORATOR EAN TOTALCFMRANGE 309 -740 309-885 410 . 1,200
STATIC PRESSURE (STAN DARD) 0.2in. WC 0.2in. WC 0.24in. WC
STATIC PRESSURE (MIN./MAX.) 0.0/0.79in.WC 0.0/0.79in.WC 0.0/0.98in.WC
CONDENSER FAN CPAM(MAX.) 2154 2684 2684

CERTIFICATIONS ENERGY STAR®CERTIAED

Samsung's participation in
cation of individual
tory.org

P ArY

'10 | Product Registration Required o ArtiFiade pape

' Conditions Apply LS PR Ak oot proaram 1
A u

L | certified products, go t

v R

Samsung HVAC maintains a policy of ongoing development, specifications are subject to change without notice.
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LIGHT COMMERCIAL SINGLE ZONE SYSTEMS

Multi-Position Air Handler (MPAH) - continued

- INDOORUNIT CNH36ZDK CNH42ZDK CNH48ZDK
OUTDOORUNIT CXH36ADB CXH42ADB CXH48ADB
P — INDOORUNIT AC036KNZDCH/AA AC042KNZDCH/AA ACO48KNZDCH/AA
OUTDOORUNIT AC036BXADCH/AA AC042BXADCH/AA ACO48BXADCH/AA
COOLINGCAPACITY 36,000Btu/h 42000 Btu/h 48,000Btu/h
COOLINGRANGE 10,000 - 37,000 Btu/h 12,000- 46,000 Btu/h 12,500- 52,000 Btu/h
HEATING CAPACITY 40,000Btu/h 47,000 Btu/h 53,000 Btu/h
PERFORMANCE HEATING RANGE 10,000 - 50,000 Btu/h 10500- 60,000 Btu/h 11,000 - 63,000 Btu/h
SEER/EER 18.20/10.00 19.30/10.15 18.20/9.20
cop 3.2 3.0 3.0
HSPF 10.2 9.6 9.8
VOLT/PHASE / Hz 1/208-230/ 60 1/208-230/60 1/208-230/ 60
MAX. BREAKER 35A 40A 40A
MCA 245A 32.2A 32.8A
WIDTH 2lin. 241/2in. 241/2in.
INDOORUNIT HEIGHT 48in. 583/4in. 583/4in.
DIMENSIONS DEPTH 2Zlin. 213/4in. 213/4in.
WEIGHT 125.7 Ibs. 166.50 Ibs. 166.50 Lbs.
WIDTH 37in. 37in. 37in.
OUTDOORUNIT HEIGHT 395/16in. 4711/16in. 4711/16 in.
DIMENSIONS DEPTH 13in. 13in. 13in.
WEIGHT 189.61bs. 195.11bs. 195.11bs.
OPERATING TEMPERATURE COOLING 0-122°F 0-122°F 0-122°F
(°F) HEATING -4 -75°F -4-75°F -4-75°F
OPERATING TEMPERATURE COOLING -18 - 50°C -18-50°C -18-50°C
(°C) HEATING -20 - 24°C -20-24°C -20 - 24°C
HIGH SIDE / LOWSIDE 3/8in./5/8in. 3/8in./5/8 in. 3/8in./5/8in.
PIPECONNECTIONS MAX. LENGTH 2461t 2461t 246 ft
MAX. VERTICAL 98.4 1t 98.4ft 98.4 ft.
CONDENSATE CONNECTION 3/4in.FNPT 3/4 in. FNPT 3/4in.FNPT
REFRIGERANT FACTORY CHARGE 6.39Ibs. 7.5lbs. 7.51bs.
CHARGEDFOR 24.6 ft. 24.6ft 24.6 ft.
CRM(L/M/H) 883 /1,042 /1,165 1,059/1,165/1271 1130/1271 /1413
EVAPORATORFAN TOTALCFMRANGE 395-1,500 420 - 1,640 615-1,770
STATIC PRESSURE (STAN DARD) 0.24in.WC 0.28in. WC 0.28in. WC
STATIC PRESSURE (MIN./MAX.) 0.0/0.98in.WC 0.0/0.98in. WC 0.0/0.98in.WC
CONDENSER FAN CPAM(MAX.) 3,531 3,531 3,531

CERTIFICATIONS ENERGY STAR®CERTIAED

7 i
: /| Product Registration Required oA ArtiFa e R R L L e
@ Conditions Apply AL conHED The AHRI Certified® mark indicate Slaljj Lntb_spcrt|‘|pat|-nl|r

il the AHRI Certificat am. Forverification of individua

== Ty certified pre

e hridirectory.org

Samsung HVAC maintains a policy of ongoing development, specifications are subject to change without notice.
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High Walll

US CODE

MODELNUMBER

PERFORMANCE

INDOORUNIT
DIMENSIONS

OUTDOORUNIT
DIMENSIONS

OPERATING TEMPERATURE
52
OPERATING TEMPERATURE
Q)

PIPECONNECTIONS

REFRIGERANT

EVAPORATOR FAN
CONDENSERFAN
ACCESSORIES

CERTIFICATIONS ENERGY STAR® CERTIFIED

INDOORUNIT
OUTDOORUNIT
INDOORUNIT
OUTDOORUNIT
COOLINGCAPACITY
COOLINGRANGE
HEATING CAPACITY
HEATINGRANGE
SEER/EER

cop

HSPF

VOLT/PHASE /Hz
MAX. BREAKER

COOLING
HEATING

COOLING
HEATING

HIGH SIDE / LOWSIDE
MAX. LENGTH
MAX. VERTICAL

RA10ACHARGE
CHARGEDFOR

CFM(L/M/H)
CFM(MAX.)

CNH18ADB CNH24ADB CNH30TDB CNH36TDB
CXH18ADB CXH24ADB CXH30ADB CXH36ADB
ACO18BNADCH/AA ACO24BNADCH/AA ACO30BNTDCH/AA ACO36BNTDCH/AA
ACD18BXADCH/AA ACD24BXADCH/AA ACO30BXADCH/AA ACO36BXADCH/AA
18,000 Btu/h 24,000 Btu/h 30,000Btu/h 36,000 Btu/h
20,000 Btu/h 27,000 Btu/h 32000Btu/h 40,000Btu/h

6,000-2,000Btu/h

8,000- 27,000Btu/h

8,500-33,000Btu/h

11,000-39,000Btu/h

3,300- 28,000 Btu/h

7,000-40,000Btu/h

7,200- 42,000 Btu/h

9500- 47,000 Btu/h

19.10/12.00 18.90/10.30 19.50/9.90 18.60/9.50
3.20 290 2.80 2.60
10.00 10.80 9.70 10.10
1/208-230/60 1/208-230/60 1/208-230/60 1/208-230/60
BA 30A 30A 35A
200A 240A 2404 245A
419/16in. 419/16in. 503/8in. 503/8in.
8716in. 87/16in. 915/16in. 915/16in.
M3/4in. M3/4in. 139/16in. 139/16in.
27.81bs. 28 Lbs. 40.8 lbs. 40.8 bs.
345/8in. 37in. 37in. 37in.
31716i0n. 395/16in. 395/16in. 47116i0n.
121/4in. 13in. 13in. 13in.
118.4 Lbs, 158.7 lbs. 158.7 lbs. 189.6 lbs,
0-122°F 0-122°F 0-122°F 0-122°F
-13- 75°F -13 - 75°F -4 - 75°F -4 - 75°F
-18-50°C -18 - 50°C -18-50°C -18-50°C
-25-24°C -5-24°C -20-24°C -20-24°C
1/4in./1/2in. 1/4in./5/8in. 3/8in./5/8in. 3/8in./5/8in.
164 ft. 164 ft. 164 ft. 246 ft.
98.4ft. 98.4ft 98.4ft 98.4ft
4.411bs, 573 Lbs. 5.73 lbs. 6.39 Lbs.
24.6 ft. 24.6 ft. 24.6 ft. 24.6 ft.
441/540/ 615 466/537/ 629 en/r2a;mm 699 /752/830
2154 2684 2684 3532
INCLUDED INCLUDED INCLUDED INCLUDED

egistration Required

YEAR j AEEY ceRTIRED
e ey

Samsung HVAC maintains a policy of ongoing development, specifications are subject to change without notice.
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LIGHT COMMERCIAL SINGLE ZONE SYSTEMS

Console

USCODE

MODELNUMBER

PERFORMANCE

INDOOR UNITDIMENSIONS

OUTDOORUNITDIMENSIONS

OPERATINGTEMPERATURE
(°F)
OPERATINGTEMPERATURE
(°C)

PIPE CONNECTIONS

REFRIGERANT

EVAPORATORFAN

CONDENSERFAN
ACCESSORIES

CERTIFICATIONS ENERGY STAR®@CERTIRED

T
: /| Product Registration Required
\ i/ Conditions Apply

WARRANTY
-

INDOORUNIT
OUTDOOR UNIT

INDOORUNIT
OUTDOOR UNIT
COOLINGCAPACITY
COOLINGRANGE
HEATINGCAPACITY
HEATINGRANGE
SEER/EER

cop

HSPF
VOLT/PHASE /Hz
MAX. BREAKER
MCA

WIDTH

HEIGHT

DEPTH

WEIGHT

WIDTH

HEIGHT

DEPTH

WEIGHT

COOLING

HEATING

COOLING

HEATING

HIGH SIDE / LOW SIDE
MAX. LENGTH

MAX. VERTICAL
R410ACHARGE
CHARGEDFOR
COOLINGCFM(L/M/H)
HEATINGCFM(L/M/H)
CAM(MAX.)
WIRELESS CONTRO

Loy The AHRI Certified® mark indicates Samsung's participation in
A F.EE.I.IEEE. the AHRI Certification program. For verification of individual
certified products, go to www.ahridirectory.org

kel Vrregstrnd st

CNH09JDB CNH12JDB CNH18JDB
CXHO09ADB CXH12ADB CXH18ADB
ACO09BNJDCH/AA ACO012BNJDCH/AA ACO018BNJDCH/AA
ACO09BXADCH/AA ACO012BXADCH/AA ACO18BXADCH /AA
9,000 Btu/h 10,200Btu/h 17,000 Btu/h
3,100-13,000Btu/h 3,200-13,500Btu/h 5,500 - 20,000 Btu/h
10,100Btu/h 13,000 Btu/h 19,000 Btu/h
2,700-18,500 Btu /h 2800-19,000Btu/h 4,000- 21,000 Btu/h
20.10/12.50 20.10/12.00 18.40/10.00
3.40 3.30 2.90
10.20 9.00 8.50
1/208-230/60 1/208-230/60 1/208-230/60
15A 15A 5A
10.9A 10.9A 20.1A
283/8in. 283/8in. 283/8in.
71316 in. 713/16in. 713/16in.
247116 in. 247/16in. 247116in.
34.61bs. 34.6 lbs. 35.11bs.
311/8in. 311/8in. 345/8in.
21916 in. 219/16in. 317/16in.
11/4in. n1/4in. 123/16in.
74.3 lbs. 74.3 |bs. 118.4 lbs.
0-12°F 0-122°F 0-122°F
-13-75°F -13-75°F -13-75°F
-18 - 50°C -18-50°C -18-50°C
-25-24°C -25-24°C -25-24°C
1/4in./3/8in. 1/4in./3/8in. 1/4in./1/2in.
65.6ft. 65.6ft 164 ft
4921t 49.2ft 98.4ft
2.541bs. 2.54bs. 4.41bs.
24,61t 24.6ft 24 61t
212/240/265 219 /254 /300 261/297/332
219 /254 /300 254 /290/318 300/343 /388
1,060 1,060 2154
INCLUDED INCLUDED INCLUDED

Samsung HVAC maintains a policy of ongoing development, specifications are subject to change without notice.
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WindrFree™* 4-Way Cassette Max Heate

INDOORUNIT CNH304DB CNH364DB
OUTDOORUNIT CXH305CB CXH365CB
INDOORUNIT ACO30BNADCH/AA AC036BNADCH/AA
OUTDOORUNIT AC030BXSCCH/AA AC036BXSCCH/AA
COOLINGCAPACITY 30,000 Btu/h 36,000 Btu/h
COOLINGRANGE 13,000 - 36,000 Btu/h 14,000 - 42,000 Btu/h
HEATINGCAPACITY 34,000 Btu/h 40,000 Btu/h
PERFORMANCE HEATING RANGE 10,000- 40,000 Btu/h 10,500 - 45000 Btu/h
SEER/EER 2.00/13.20 21.00/13.00
cop 3.85 3.85
HSPF 10.60 10.60
VOLT/PHASE /Hz 1/208-230/60 1/208-230/60
MAX. BREAKER 40A 40A
MCA 32.1A 33.2A
WIDTH 331/16in. 331/16in.
INDOORUNIT HEIGHT 15/16in. 15/16in.
DIMENSIONS DEPTH 331M16in. 331/16in.
WEIGHT 41.9 lbs. 46.7bs.
WIDTH 37in. 37in.
OUTDOORUNIT HEIGHT 557/8in. 557/8in.
DIMENSIONS DEPTH 13in. 13in.
WEIGHT 220.51bs. 220.51bs.
OPERATINGTEMPERATURE  [COOLING (-4%*) 23 -122°F (-4%%23 -122°F
(°F) HEATING -13-75°F -13-75°F
OPERATINGTEMPERATURE  [COOLING (-20.0%*)-5.0- 50.0°C (-20.0%%-5.0- 50.0°C
(°C) HEATING -25.0-24.0°C -25.0-24.0°C
HIGH SIDE / LOW SIDE 3/8in./5/8in. 3/8in./5/8in.
PIPE CONNECTIONS MAX. LENGTH 246 ft 246 ft
MAX. VERTICAL 98 ft 98ft
BEERMERANT RA10ACHARGE 141.120z. 141.120z.
CHARGEDFOR 25ft 5ft.
i i
MODELNUMBER PCANUPMUN PC4ANUFMUN
R LENGTH 373/8in. 373/8in.
(SOLDSEPARATELY) WIDTH 373/8in. 373/8in.
HEIGHT 21/2in. 21/2in.
WEIGHT 13.88 lbs. 13.88lbs.

P

!10 / Product Registration Required e - P

T Crsionchonl AR ey IR At S St
- certified pre 0 ridi

L —L——-—-

Proper sizing and installation of equipment is critical to achieve performance. Split system air conditioners and heat pumps (excluding ductless systems) must be matched with appropriate coil components to mest
EMERGY STAR® criteria. Ask you ET cf vish

Samsung HVAC maintains a policy o change without notice.

*The Wi unit delivers an a rrer:ha'.izL1derl3.'5r1.-'s while in WindFree™ mode. Airvelocity that is below 015 m/sis
Refr g, and Air-Conditioning Engineers).

**With wind baffles

considered “still air” as defined by ASHRAE 55-2013 (American Society of Heating,

©2022 Samsung HVAC P39



LIGHT COMMERCIAL SINGLE ZONE SYSTEMS

Duct S Max Heat®

US CODE INDOORUNIT

OUTDOORUNIT

MODELNUMBER NIRRT

OUTDOORUNIT

COOLINGCAPACITY

COOLNGRANGE

HEATINGCAPACITY

PERFORMANCE HEATINGRANGE

SEER/EER

cop

HSPF

VOLT/PHASE/ Hz

MAX. BREAKER

MCA

HEIGHT

INDOORUNIT DEPTH

DIMENSIONS WEIGHT

CNH30HDB CNH36HDB
CXH30SCB CXH365CB
ACO30BNHDCH/AA ACO36BNHDCH/AA
ACO30BXSCCH/AA ACO3 6BXS CCH/AA
30,000Btu/h 36,000 Bw/h
14,000- 36,000Bw/h 14,500 - 42,000 Bw/h
32000Bw/h 40,000 Bw/h
10,500-40,000Btw/h 11,000 - 48,000 Bt/ h
18.30/12.00 19.30/12.20
3.30 3.50
1.1 10.0
1/208-230/60 1/208-230/ 60
40A 40A
321A 33.2A
513/16 in. 513/16in.
M3/16in. 1113/16in.
279/16in. 279/16in
77.2lbs. 971bs.

DUCTSUPPLY

4515/16 X811/16 in.

4915/16X105/8in.

DUCTRETURN

4515/16 X811/16 in.

4915/16X105/8in.

OUTDOOR UNIT

DIMENSIONS

OPERATINGTEMPERATURE COOLNG

(°R HEATING

OPERATINGTEMPERATURE COOLNG

(°Q) HEATING

HIGHSIDE / LOW SIDE

PIPECONNECTIONS MAX. LENGTH

MAX. VERTICAL

R410A CHARGE

REFRIGERANT
CHARGEDFOR

CFM(L/M/H)

EVAPORATORFAN STATIC PRESSURE (S TAN DARD)

STATIC PRESSURE (MIN./MAX.)

CONDENSERFAN CFM(MAX.)

37in. 37in.
557/8in. 557/8 in.
13in. 13in.
220.51bs. 220.51bs.
(-4**) 23 - 122°F (-4**) 23 -122°F
-13 -75°F -13 - 75°F
(-20.0**)-5.0 - 50.0°C (-20.0**)-5.0-50.0°C
-25.0-24.0°C -25.0-24.0°C
3/8in./5/8in. 3/8in./5/8in.
246 ft. 246 ft.
98ft 98 ft.
1411020z 141120z
25t 25ft.

600/ 759 /918 848/1,024/1,165
0.58in.WC 0.58in. WC
0.10/0.79in. WC 012/0.7%9in.WC
4,414 4,414

CERTIFICATIONS ENERGY STAR® CERTIAED

. -.'. Product Registration Required
@ Conditions Apply ALEN ceRTIFED”

WARRANTY
——— cbaly Pocegairea iscumty Tepectnd

Samsung HVAC maintains a policy of ongoing development, specifications are subject to change without notice.

**With wind baffles
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Multi-Position Air Handler (MPAH) Max Heat®

PERFORMANCE

INDOOR UNIT
DIMENSIONS

OUTDOORUNIT
DIMENSIONS

OPERATINGTEMPE RATURE
(°F)

OPERATINGTEMPE RATURE
(°c)

PIPECONNECTIONS

REFRIGERANT

EVAPORATOR FAN

'. ;,

WARRANTY
. e

Conditions Apply

Product Registration Required

INDOORUNIT
OUTDOOR UNIT
INDOORUNIT
OUTDOOR UNIT
COOLING CAPACITY
COOLINGRANGE
HEATING CAPACITY
HEATING RANGE
SEER/EER

cop

HSPF
VOLT/PHASE / Hz
MAX. BREAKER
MCA

WIDTH

HEIGHT

DEPTH

WEIGHT

WIDTH

HEIGHT

DEPTH

WEIGHT

COOLNG

HEATING
COOLNG

HEATING

HIGH SIDE / LOWSIDE
MAX. LENGTH

MAX. VERTICAL
CONDENSATE CONNECTION

R410ACH ARGE
CHARGED FOR

CPRM(L/M/H)

STATIC PRESSURE (STANDARD)
STATIC PRESSURE (MIN./MAX.)

CONDENSER FAN CFM (MAX.)

CERTIACATIONS ENERGY STAR® CERTIRED

A ceRTIFIE

podpi b =

CNH30ZDK CNH36ZDK
CXH30SCB CXH36SCB
ACO30KNZDCH/AA ACO036KNZDCH /AA
ACO30BXSCCH/AA AC036BXSCCH/AA
30,000Btu/h 36,000 Btu/h
13,000~ 36,000Btu/h 13,500 - 42,000 Btu/h
32000Btu/h 40,000Btu/h
10,000~ 40,000Btu/h 10,500 - 45,000 Btu/h
20.30/13.10 20.00/12.30
3.44 3.32
10.60 10.40
1/208-230/60 1/208-230/60
40A 40 A
321A 33.2A
21in. 2lin.
48in. 48in.
21in. 2lin.
123.46bs. 123.46 lbs.
37in. 37in.
557/8in. 557/8 in.
13in. 13in.
220.51bs. 220.51bs.
(-4**)23 - 122°F (-4**) 23 -122°F
-13-75°F -13-75°F
(-20.0**)-5.0 - 50.0°C (-20.0**)-5.0-50.0°C
-25.0-24.0°C -25.0-24.0°C
3/8in./5/8in. 3/8in./5/8in.
246 ft. 246 ft.
98ft 98ft.
3/4in FNPT 3/4in, NPT
141120z 141120z
25t 25ft.
848/918/1,006 883 /1,042/1165
0.24in.WC 0.24in.WC
0.0/0.98in.WC 0.0/0.98in.WC
4,414 4,414

Samsung HVAC maintains a policy of ongoing development, specifications are subject to change without notice.
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LIGHT COMMERCIAL SINGLE ZONE SYSTEMS

-40° High Wall

US CODE DOORUNIT CNH18ADB CNH24ADB CNH30TDB CNH346TDB
OUTDOORUNIT CXC185CB CXC245CB CXC305CB CXC365CB
MODELNUMBER INDOOR UNIT ACO18BNADCH/AA ACO24BNADCH/AA ACO30BNTDCH/AA ACO36BNTDCH/AA
OUTDOORUNIT ACO18BXSCCC/AA ACO24BXSCCC/AA ACO30BXSCCC/AA ACO36BXSCCC/AA
COOLINGCAPACITY 18,000 Btu/h 24,000Btw/h 30,000Btu/h 36000 Btu/h
PERFORMANCE COOLUNGRANGE 4,000-20000 Btu/h 6000- 27000 Btu/h 8,500- 35000 Btu/h 10,000-38,000 Btu/h
SEER/EER 20.00/12.00 18.50/ 9.60 19.70/10.20 18.00/8.30
VOLT/PHASE/Hz 1/208-230/ 60 1/208-230/60 1/208-230/ 60 1/208-230/60
176 - 254 VAC 176- 254 VAC 176 - 254 VAC 176 - 254 VAC
b GVORTAGERANGE (max. 3%deviation from each) (max.3%deviation from each) (max. 3%deviation from each) (max. 3% deviation from each)
MAX. BREAKER 154 5A 30A 30A
13.5A 200A BEA 249 A
419/160n. 419/6in. 503/8in. 503/8in.
INDOORUNIT B7N16in. 87N16in. 91516in. 915/16in.
DIMENSIONS 113/4in. 113/4in. 139016in. 139016in.
2581bs. 28 lbs. 40.81bs. 40.8 lbs.
34976in. 34976in. 37in. 37in.
OUTDOORUNIT 251/8in. 31716in. 395M16in. 395016 in.
DIMENSIONS 123/1610n. 123146i0n. 13in. 13in.
893 lbs. 115.71bs. 156.51bs. 156.51bs.
OPERATINGTEMPERATURE INDOOR &1 -90°F 61-90°F &1 -90°F &1 -90°F
*R OUTDOOR (-40*) 3 -12°F (-40%)23 -122°F (-40") 3 -122°F (-40") 23 -122°F
OPERATINGTEMPERATURE INDOOR 16.1-32.2°C 16.1-32.2°C 16.1-32.2°C 16.1-322°C
°C) OUTDOOR (-40.0%) -5.0- 50.0°C (-40.0*) -5.0-50.0°C (-40,0*) -5.0-50.0°C (-40.0%) -5.0- 50.0°C
HIGH SIDE / LOWSIDE 1/4in. /1/2in. 1/4in. /5/8in. 3/8in./5/8in. 3/8in./5/8in.
PIPECONNECTIONS MAX. LENGTH P8t 164 ft. 164 ft 164 ft
MAX. VERTICAL G6ft P8t D8t 98ft
REFRIGERANT R4AT10ACHARGE 45920z 70.5 oz. 84.64 0z 84.640z.
CHARGEDFOR 51t 5ft 5ft 25ft.
EVAPORATOR FAN CPAM(L/M/ H) 441/540/7 614 466 /5377629 G/ 724 /777 699 /752/830
CONDENSERFAN 1413 1801 2755 2755
ACCESSORIES INCLUDED INCLUDED INCLUDED INCLUDED
CERTIACATIONS ENERGY STAR®CERTIAED - = - -

The AHRI Cert
the AHRI Certi
certifie

® mark indicates Samsung's participation in
ion program. Fol fon of individual
products, go to www.ahridirectory.org.

this unit to be installed
ederal law prohibits in
msung HVAC maintains a policy of ongoing «

only in: AK, AL, AR, CO, CT, DC, DE, FL, GA, HI, 1D, IL, 1A, IN, K5, KY, LA, MA, MD, M5, MT, NC, ND, VA, NH, NJ, NY, OH, OK, OR, PA, RI, 5C, 5D, TN, TX, UT, VA, VT, WA, W
allation of this unit in other states.
lopment, specifications are subjec

Sa

o change without notice.
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-40° WindFree™* 4-Way Cassette

INDOORUNIT CNH184DB CNH244DB CNH304DB CNH364DB
OUTDOOR UNIT CXC185CB CXC245CB CXG05CB CXC365CB
INDOORUNIT ACO1BBNADCH/AA ACO24BNADCH /AA ACO30BNADCH/AA ACO36BNADCH /AA
OUTDOOR UNIT ACO1BBXSCCC/AA AC024BXSCCC/AA ACO30BXSCCC/AA ACO36BXSCCC/AA
COOLINGCAPACITY 18000 Bu/h 24,000Btu/h 30000 Btu/h 36,000Bt/h
PERFORMANCE COOLINGRANGE 4,000 -22000Btu/h 6000-30,000 Btu/h 9,000- 36000Bt/h 10,000 - 40,000 Btush
SEER/EER 72.00/12.10 71.00/11.20 71.00/11.00 18.50,10.00
VOLT/PHASE/Hz 7/206-230/ 60 77208230/ 60 7/206-230/ 60 77208230/ 60
176 - 254 VAC 176- 254 VAC 176 - 254 VAC 176- 254 VAC
R (max. 3% deviation from each) (max. 3%deviation from each) (max. 3% deviation from each) (max. 3%deviation from each)
154 258 30A 30A
1354 20.1A 35A 249A
331/16n. 331/161n. 331/161n. 331/1610n.
INDOORUNIT 91/16 in. 911/161n. 115/161n. 11516 in.
DIMENSIONS 331716 n. 331/161n. 331716 n. 331/161n.
351 bs, 35.3 (bs, 419 Ibs, 36.7 1bs,
34916 in. 349/16in. 37in. 370n.
OUTDOOR UNIT Z51/81n. 31771610 395/160n. 395/16 in.
DIMENSIONS 123/16in. 123/161n. 3in, 3in.

89.3 lbs. 157 bs. 156.51bs. 156.51bs.

WEIGHT
OPERATINGTEMPERATURE INDOOR 61-90°F 61-90°F 61 -90°F 61-90°F
°F) OUTDOOR (-40%)23 - 122°F (-40%)23 - 122°F (-40%)23-122°F (-40%)23 - 122°F

OPERATINGTEMPERATURE INDOOR 16.1-322°C 16.1-32.2°C 16.1-322°C 16.1-32.2°C
Q) OUTDOOR (-40.0%) -5.0-50.0°C (-40.0%)-5.0-50.0°C (-40.0%) -5.0-50.0°C (-40.0%)-5.0-50.0°C

HIGH SIDE/ LOW SIDE 1/4in./1/2in. 4in. /58 . 3/8in./5/81n. 3/81n./ 5/81n.
PIPECONNECTIONS MAX. LENGTH %R TGa Tt 6Tt TGa T
MAX. VERTICAL Yy 98Tt I 981t
REFRIGERANT FACTORY CHARGE 45920z 70.56 0z, 84.64 0z. 84 640z
CHARGEDFOR Bt Bh Bt BR
EVAPORATORFAN CRM(L/M/H) 636/ 742/ 848 636/ 742] 4B 620/ 833/996 6717911/ 1208
CONDENSER FAN MOTOR anc BLDC anc BLDC
CRM(MAX.) A3 1801 2755 2755
MODELNUMBER PCANUFMUN PCANUFMUN PCANUFMUN PCANUFMUN
- 373/81n. 373/81n. 373/81n. 373/81n.
ISR AR, 373/81n, 373/81n. 373/80m, 373/81n.
(SOLDSEPARATELY)
21/2in. 21/2in. 21/2in. 21/2in.
13.881bs, 73,88 Ibs, 13.881bs., 73,88 Ibs,

WEIGHT
CERTIFICATIONS ENERGY STAR® CERTIFIED

s participation in
i fin-:ll:-:icual

e e ertification pro

Avscy EERTIFIED' ;h:’ﬁAH:‘I?I _-_CE-‘t'f'":I! mark in:l':z.ltes Sa
certified products, go to www.

Gdntaty Fucgnined Insmry Aaipactss.

“With Wind Baffles
MNotice: Federal law allows this unit to be installed only in: AK, A
WY, and U.S. territiories. Federal law prohibits ins otherstates.
Samsung HVAC maintains a policy of ongoing « s are subject to change without no
*The WindFree™ unit delivers an air current that is under 0.15 m/s while in WindFree™ mode._ Airvelocity that
Refrigerating, and Air-C ning Engineers).

€O, CT, DC, DE, FL, GA, HI 1D, IL, 1A, IN, KS, KY, LA, MA, MD, M5, MT, NC, ND, VA, NH, NJ, NY, OH, OK, OR, PA, RI, 5C, 5D, TN, TX, UT, VA, VT, WA, W'

is below

015 m/s is considered "still air” as defined by ASHRAE 55-2013 (American Society of Heating,
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LIGHT COMMERCIAL SINGLE ZONE SYSTEMS

-40° Duct S

INDOORUNIT CNHIBHDB CNH24HDB CNH30HDB CNH36HDB
OUTDOOR UNIT CXC185CB OIC245CB CXC30SCB CXG6SCB
MODELNUMBER INDOORUNIT ACO18BNHDCH /AA ACO2ABNHDCH /AA ACO30BNHDCH /AA ACO36BNHOCH /A
OUTDOOR UNIT ACOT18BXSCCC/AR ACO24BXSCCC/AR ACO30BXSCCC/AA ACO36BXSCCC/AA
COOLINGCAPACITY 18,000 Btu/h 24,000Btw/h 30,000 Btu/h 36,000Btu/h
PERFORMANCE COOLINGRANGE 4,000 - 22000 Btu/h 6,000 - 30,000 Btu/h 8400-36000Btu/h 10,000 -40,000 Btu/h
SEER/EER 20.50/11.50 19.00/10.80 17.70/10.30 17.00/9.50
VOLT/PHASE/Hz 1/208-230/ 60 1/208-230/ 60 1/208-230/ 60 1/208-230/ 60
176 - 254 VAC 176 - 254 VAC 176- 254 VAC 176 - 254 VAC
DO VOLTACERANCE (max. 3% deviation from each) (max. 3% deviation from each) (max. 3%deviation from each) (max. 3% deviation from each)
MAX. BREAKER 154 54 I0A 304
13.5A 201A 73.5A 249 A
471/4in. 471/4in. 471/4n. §13/161n.
INDOORUNIT 913/16 in. 913/16 in. 913/16in. 1113/16in.
DIMENSIONS 259/16in. 259716 in. 259/16in 259/16in.
76.9 Ibs. 77.21bs. 77.21bs. 97lbs.
349/161n. 349/16in, 37in. 37in.
OUTDOORUNIT 251/8 in. 31716 in. 39 5/16 in. 39 5/16 in.
DIMENSIONS 123/161n. 123716 in. 13in. 13in.
893 lbs. 115.7Lbs. 156.51bs. 156.51bs.
OPERATING TEMPERATURE 61 -90°F 61-90°F 61-90°F 61 -90°F
(°F) (-40")23-122°F (-40") 25 - 122°F (-40")25 -122°F (-40%)23-122°F
OPERATING TEMPERATURE INDOOR 16.1-32.2°C 16.1-32.2°C 16.1-322°C 16.1-322°C
°C) OUTDOOR (-40.07) -5.0- 50.0°C (-40.07) -5.0-50.0°C (-40.0°)-5.0- 50.0°C (-40.07) -5.0- 50.0°C
HIGH SIDE/ LOW SIDE 1/4in /1/2in. 1/4in /5/8in. 3/8in./5/8in 3/8in./5/8in.
PIPECONNECTIONS MAX. LENGTH 98 ft. 164 ft. 164 ft 164 ft
MAX. VERTICAL 46 ft. 98 ft 98 ft 98 ft.
REFRIGERANT R410ACHARGE 45920z 70.56 oz. 84, 2! oz 84.64 0z.
CHARGEDFOR 25ft 5f Z5ft 25t
CAM(L/ M/ H) 477/ 537618 503 671/ 749 600/ 759 /918 B48/1,024 /165
EVAPORATO RFAN STATIC PRESSURE (STANDARD) 0.18in. WC 0.18 in. WC 0.58in. WC 0.58in, WC
STATIC PRESSURE (MIN./MAX.) 0.1/0.8in. WC 0.1/0.81n. WC 0.10/0.8 in. WC 0.12/0.8in. WC
CONDENSER FAN 1413 1801 2755 2,755
CERTIACATIONS - - - -

*® mark indicates Samsung’s participation in
Al CERTIFIED" tion program. Fo fin-:ll:-:icual
[ ———
“With Wind Baffles

Notice: Federal law allows this unit to be installed on
WY, and U.S. territiories. Federal law prohibits instal
Samsung HVAC maintains a pelicy of ongoing ¢

0, CT, DC, DE, FL, GA, HI, 1D, IL, 1A, IN, K5, KY, LA, MA, MD, M5, MT, NC, ND, VA, NH, NJ, NY, OH, OK, OR, PA, R, 5C, SD, TN, TX, UT, VA, VT, WA,
otherstates.
s are subject to change without no
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CONTROLS

controls

System Type IDUModelName Description PartNumber
Wireless Controller Included
Touchsareen Wired Controller? MW R-SHT1UN
; ) " i
Resideitial WieEreet <9 Advanced Wired Controller’ MWR-WGOOUN
Single Zone Max Heat™ 2.0 — T "
Systems WindFree™* 2 0e Wired Controller Sub PCB MIM-AQOOUN
Max External Contact Control Interface Module' MIM-B14
Thermostat Adapter (24VAC) MIM-A60UN
Wireless Controller® AR-EHO4U
WindFree™* Mini 4-Way Cassette Touchscreen Wired Controller’ MW R-SHT1UN
ng D‘f“ Advanced Wired Controller’ MWR-WGOOUN
Residential onsole e :
MultiZone WindFree™* 2.0 Wi-Fi Adapter MIM-HO5UN
Systems WindFree™* 2.0e Wired Controller Sub PCB MIM-AOOQUN
DuctS External Contact Control Interface Module' MIM-B14
Multi-Position Air Handler Thermostat Adapter (24VAC) MIM-A60UN
WindFree™* 1-Way Cassette - -
Motion Detection Sensor (MDS) MCR-SMD
Wireless Controller for 360 Cassette AR-KH04U
Wireless Controller® AR-EHO4U
360 Cassette Wireless Signal Receiver® MRK-ATON
WindFree™#* 4-Way Cassette -
. Touchscreen Wired Controller MW R-SHT1UN
: Slim Duct
Light Duct S Advanced Wired Controller MWR-WGOOUN
Commerdal . o . P
: Multi-Position Air Handler (MPAH) Wi-Fi Adapter MIM-HO5UN
Single Zone High Wall
Systems a1 e Single Unit Wi-Fi Adapter3 MIM-H14UN
-40° Low Ambient Cooling System Wit coreralle Sib Fer SIMAGOLIN
WindFree™* Mini-4-Way Cassette bolber LS B i
WindFree™* 1-Way Cassette External Contact Control Interface Module MIM-B14
Console Thermostat Adapter (24VAC) MIM-A60UN
Motion Detection Sensor (MDS) MCR-SMC
Motion Detection Sensor (MDS) for 360 Cassette® MCR-SME
1% 2 0 and WindFree™* 2 De units
ptional for WindFree™* Mini 4-Way Cassette and Console units connected to a FIM or FJM Max Heat® outdoor unit. Mot compatible with Slim Duct units
all unit
tr :|L cassette, console, and duct indoor units connected to a FJM or FJM Max Heat® outdoor unit. Only one persystem is required.
assette only
¢Required for duct m
Compatible with WindF Way Cassette only
'_T1 dFree™ un s under 0.15 m/s while in WindFree™ mode. Airvelocity that is below 015 m/s is considered "still air” as defined by ASHRAE 55-2013 (American Society of Heating,
ithout notice
ndFree™= Mini 4-Wa ssette (ACO**BNMDCH/AA) WindFree™= 1-Way Cassette (ACO**BN1DCH/AA) and 3460

apanel only.
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Accessories

Line Sets Condenser Wall Bracket
Part Number Size Length Part Number Description
ILS2506 1/4" X3/8" 25' CKN-250 Outdoor unitmounting bracket
ILS5006 1/4"X3/8" 50"
1LS2507 174" X1/2" 25'
155007 VaXz 50 Condenstate Pumps
il LER L & Part Number Description
ILS5009 1/4"X 5/8" 50"
" " : Aspen Mini Orange, 24V and 110-250V
ILS2510 3/8"X5/8 25 ! '
/ - / - , ASP-MO-UNIV 110-250 Remote Mount Condensate Pump
ILS5010 3/8"X5/8 50 w/ Reservoir and Float Switch

g Blue Diamond MaxiBlue, 208-230V,
Filter Boxes BD-BLUE-230 Remote Mount Condensate Pump

w/ Reservoir and Float Switch

Part Number |  IDU Model Number US Code

ACO09BNHDCH/AA CNHO9HDB

FB-DS1 ACO12BNHDCH/AA CNH12HDB
AJO**BNHDCH/AA JNH**HDB
ACO18BNHDCH/AA CNH18HDB

FB-DS2 ACOZ4BNHDCH/AA CNHZ4HDB
ACO30BNHDCH/AA CNH30HDB
ACO36BNHDCH/AA CNH36HDB

FB-DS3 ACO42BNHDCH/AA CNH4ZHDB

ACO4BBNHDCH/AA CNH48HDB
ACO09BNLDCH/AA CNHO9LDB

FB-SLIMZ ACD1ZBNLDCH/AA CNH12LDB
ACD18BNLDCH/AA CNH18LDB
ACD1ZKNZDCH/AA CNH12ZDK
ACD1ZBNZDCH/AA CNH12ZDB
ACD18KNZDCH/AA CNH18ZDK

i ACD18BNZDCH/AA CNH18ZDB
ACOZ4KNZDCH/AA CNH24ZDK
ACOZ4BNZDCH/AA CNH24ZDB
ACO30KNZDCH/AA CNH30ZDK

i ACO36KNZDCH/AA CNH36ZDK
ACO4ZKNZDCH/AA CNH42ZDK

WERS ACO4BKNZDCH/AA CNH4BZDK

Supplemental Electric Heat Kits for the Multi-Position Air Handler

VHK-103A | VHK-105A | VHK-205A | VHK-210A | VHK-305A | VHK-310A | VHK-315A
Multi-Position Air Handler Model Number
kW S5kw 5kw T0kW S5kw T0kW 15kW
AC012BNZDCH/AA .
ACO18KNZDCH/AA and ACO18BNZDCH/AA . .
ACO24KNZDCH/AA and ACO24BNZDCH/AA . .
ACO30KNZDCH/AA . .
AC036KNZDCH/AA . .
AC042KNZDCH/AA . .
ACO48KNZDCH/AA . .

Samsung HVAC maintains a policy of ongeing development, specifications are subject to change without notice.
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Fascia Panels

360 Cassette
Part Number (White) PCANUDMUN
Ceiling Type Part Number (Black) PCANBDMUN
(Square) Size (L x W x H) 393/8X393/8X25/8in.
Weight 7.94 1bs
Part Number (White) PCANUNMUN
Open Type Part Number (Black) PCANBNMUN
(Circle) Size (Diameter x H) 41516 X311/16in.
Weight 5.95 lbs
WindFree™* 4-Way Cassette
Part Number PCANUFMUN
Size (Lx W x H) 373/8x373/8x21/2in.
Weight 13.88 lbs

WindFree™* Mini 4-Way Cassette

Part Number PCASUFMUN
Size (Lx W x H) 243/8X243/8X21/4in.
Weight 5.95 lbs
WindFree™* 1-Way Cassette
Part Number PCINWFMUN
Medium Size(LxWxH) 473/16 X1911/16 X13/8in.
Weight 9.48 lbs
Part Number PCIBWFMUN
Large Size(Lx WxH) 551/2X1911/16 X17/16 in.
Weight 11.02 lbs

*The WindFree™ unit delivers an aircurrent that is under 0.15 m/s while in WindFree™ mode. Airvelocity that is below 015 m/s is considered "still air” as defined by
ASHRAE 55-2013 (American Society of Heating, Refrigerating, and Air-Conditioning Engineers).
Samsung HVAC maintains a policy of ongoing development, specifications are subject to change without notice.
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Front Wind Baffles

Baffle Model Number ODU Model Number US Code Model Name

WBF-3M ARO9TSFABWKXCV RXSO9ABT

WBF-3M ARIZTSFABWKXCV RXS12ABT ‘

WBF-7M ARIBTSFABWKXCV RXS18ABT WindFree™*2.0
WBF-2M-B ARZATSFABWKXCV RXS24ABT

WBF-3M ARO9TSFACWKXCV RXSO9ACT

WBF3M ARIZTSFACWKXCV RXST12ACT

WBF-7M ARI5TSFACWKXCV RXST5ACB Max Heat® 2.0

WBF-7M ARIBTSFACWKXCV RXS18ACT
WBF-2M-B ARZATSFACWKXCV RXS24ACT

WBF-3M AROITSFYBWKXCV RXSO9YBT

WBF-3M ARIZTSFYBWKXCV RXS12YBT ‘

WBF-5M ARIBTSFYBWKXCV RXS18YBT WindFree™*2.0e

WBF-7M ARZATSFYBWKXCV RXS24YBT

WBF-1M2 AR36BSHUMGMXCV RXS36UMB Max

WBF-7M AJO20BXJ2CH/AA JXH20J28B

WBF-7M AJ024BXJ3CH/AA JXH24J3B M
WBF-2M-B AJ036BXJ4CH/AA JXH36J4B

WBF-IM2 AJO48BXJ5CH/AA JXHA485B
WBF-2M-B AJO20BXS3CH/AA JXH2053B
WBF-2M-B AJO24BXS4CH/AA JXH2454B
WBF-2M-B AJ030BXS4CH/AA JXH3054B FJMMaxHeat®
WBF-TM2 AJ036BXSACH/AA JXH3654B

WBF-3M ACO09BXADCH/AA CXHO9ADB

WBF-3M ACO12BXADCH/AA CXH12ADB

WBF-7M ACOI18BXADCH/AA CXH1BADB
WBF-2M-B ACO24BXADCH/AA CXH24ADB T —
WBF-2M-B ACO30BXADCH/AA CXH30ADB

WBF-TM2 ACO36BXADCH/AA CXH36ADB

WBF-TM2 ACO42BXADCH/AA CXH42ADB

WBF-1M2 ACO48BXADCH/AA CXH48ADB

WBF-6M ACO30BXSCCH/AA CXH30SCB Light Commercial Max
WBF-6M ACO36BXSCCH/AA CXH365CB Heat®
WBF-5M ACOI8BXSCCC/AA CXC185CB

WBF-7M ACO24BXSCCC/AA CXC245CB ~40° Low Ambient
WBF-2M-B ACO30BXSCCC/AA CXC30SCB Cooling
WBF-2M-B ACO36BXSCCC/AA CXC365CB

*The WindFree™ unit delivers an air current that is under 015 my/s while in WindFree™ mode. Airvelocity that is below 015 m/s is considered “still air” as defined by
ASHRAE 55-2013 (American Society of Heating, Refrigerating, and Air-Canditioning Engineers)
Samsung HVAC maintains a policy of ongoing development, specifications are subject to change without notice.
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Back Wind Baffles

Baffle Model Number ODU Model Number US Code Model Name
WBB-5M ARO9TSFABWKXCV RXSO9ABT
WBB-5M ART2TSFABWKXCV RXG12ABT ‘
WBB-7M-B ARIBTSFABWKXCV RXS18ABT WindFree™* 20
WBB3M AR2ATSFABWKXCV RXS24ABT
WBB-5M AROOTSFACWKXCV RXSO09ACT
WBB-5M ART2ZTSFACWKXCV RXGT2ACT
WBB-7M-B ART5TSFACWKXCV RXG15ACB Max Heat® 2.0
WBB-7M-B ARTBTSFACWKXCV RXS1BACT
WBB3M AR2ATSFACWKXCV RXS24ACT
WBB-5M ARO9TSFYBWKXCV RXS09YBT
WBB-5M ARTZTSFYBWKXCV RXG12YBT ‘
WBB-6M-B ARTBTSFYBWKXCV RXST8YBT WindFreet*20e
WBB-7M-B AR2ATSEYBWKXCV RXG24YBT
WBB2M-B AR36BSHUMGMXCV RXS536UMB Max
WBB7M-B AJO20BXJ2CH/AA JXH202B
WBB-7M-B AJO24BXJ3CH/AA JXH24)3B i
WBB-11M AJ036BXJ4CH/AA JXH36J4B
WBB2M-B AJO48BXJ5CH/AA JXH48J58
WBB-11M AJO20BXS3CH/AA JXH2053B
WBB-11M AJO24BXSACH/AA JXH2454B
WBB-TIM AJO30BXSACH/AA JXH3054B FJMMax Heet®
WBB2M-B AJ036BXSACH/AA JXH3654B
WBB-5M ACO09BXADCH/AA CXHO9ADB
WBB-5M ACOT2BXADCH/AA CXH12ADB
WBB-7M-B ACO18BXADCH/AA CXHIBADB
WBB3M ACO24BXADCH/AA CXH24ADB P ——
WBB3M ACO30BXADCH/AA CXH30ADB
WBB-2M-B ACO36BXADCH/AA CXH36ADB
WBB2M-B ACO42BXADCH/AA CXH42ADB
WBB2M-B ACO48BXADCH/AA CXHA8ADB
WBB-4M ACO30BXSCCH/AA CXH30SCB Light Commercial Max
WBB-4M ACO36BXSCCH/AA CXH365CB Heat®
WBB-6M-B ACOI8BXSCCC/AA CXCI185CB
WBB-7M-B ACO24BXSCCC/AA CXC245CB -40° Low Ambient
WBB3M ACO30BXSCCC/AA CXC305CB Cooling
WBB3M ACO36BXSCCC/AA CXC365CB

*The WindFree™ unit delivers an air current that is under 015 m/s
ASHRAE 55-2013 (American Society of Heating, Refrigerating, an
Samsung HVAC maintains a policy of ongoing development, spac

~Conditioning Engineers)

ifications are subject to change without notice.

while in WindFree™ mode._ Airvelocity that is below 015 m/s is considered "still air” as defined by
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Select models are ENERGY STAR® labeled. Propersizing and installation of equipment is critical to achieve performance. Split system air conditioners and heat pumps (excluding ductless systems) must be
matched with appropriate coil components to meet ENERGY STAR® criteria. Ask your contractor for details or visit www.energystar.gov.
Available for download on the Google™ Play store and App Store®. A network connection is required. Samsung application account is necessary.

“Bixby voice recognizes English (U.5.) Mandarin Chinese and Korean. Not all accents, dialects and expressions are recognized. The list of features that can be controlled by voice commands via Bixby will continue

3 network (Wi-Fi or internet connection) required to fully operate Bixby features.

at.

to expand. Mobile functionality compatible with Samsung Galaxy 8 series or higher with Bixby function. Samsung account legin and d
*The WindFree™ unit delivers an air current that is under 0.15 m/s while in WindFree™ mode. Airvelocity that is below 015 m/s is considered "still air” as defined by ASHRAE 55-2013 (American Society of
Heating, Refrigerating, and Air-Conditioning Engineers).

**With wind baffles
Samsung HVAC maintains a policy of ongoing development, specifications are subject to change without notice.



