
SELECTA PRODUCTS, INC.  •  Tehachapi, CA  •  Memphis, TN  •  800-722-6445  •  800-433-4319 FAX  •  www.selectainc.com  •  orders@selectainc.com1

.312” Dia.
Mounting Hole

Flush Lens

.13”

1.43”

6” Wire Leads

.28”

.312” Dia.
Mounting Hole

Flush Lens

.13”

1.43”

6” Wire Leads

.28”

.312” Dia.
Mounting Hole

Flush Lens

.13”

1.43”

6” Wire Leads

.28”

.22”

.312” Dia.
Mounting Hole

Raised Lens

.13”

1.43”

6” Wire Leads

.28”

.312” Dia.
Mounting Hole

Flush Lens

.13”

1.43”

6” Wire Leads

.28”

.312” Dia.
Mounting Hole

Flush Lens

.13”

1.43”

6” Wire Leads

.28”

.312” Dia.
Mounting Hole

Flush Lens

.13”

1.43”

6” Wire Leads

.28”

.26”

.312” Dia.
Mounting Hole

Dome Lens

.13”

1.43”

6” Wire Leads

.28”

.22”

.312” Dia.
Mounting Hole

Raised  Lens

.13”

1.43”

6” Wire Leads

.28”

.22”

.312” Dia.
Mounting Hole

Raised Lens

.13”

1.43”

6” Wire Leads

.28”

.22”

.312” Dia.
Mounting Hole

Raised Lens

.13”

1.43”

6” Wire Leads

.28”

Fig. 1

Fig. 2

Fig. 3

Fig. 4 Fig. 7Fig. 6

Fig. 11Fig. 10Fig. 9Fig. 8

Fig. 5

indiCatOr lightS • Incandescent, Neon & LED

.312” Mounting Hole DiaMeter
        CATALOG NUMBER
 LENSE TERMINATION LENS LAMP LAMP BEZEL  FIG. 
 TYPE  COLOR* VOLTAGE TYPE COLOR  NO.
   Flush 6” Wire White 14 VAC/DC Incandescent White SL32111-4-BG 1
 Flush 6” Wire White 28 VAC/DC Incandescent White SL32111-5-BG 1
 Flush 6” Wire White 125 VAC Neon White SL32111-6-BG 1
 Flush 6” Wire Blue 14 VAC/DC Incandescent White SL32112-4-BG 2
 Flush 6” Wire Blue 28 VAC/DC Incandescent White SL32112-5-BG 2
 Flush 6” Wire Blue 125 VAC Neon White SL32112-6-BG 2
 Flush 6” Wire Green 14 VAC/DC Incandescent White SL32113-4-BG 3
  Flush 6” Wire Green 28 VAC/DC Incandescent White SL32113-5-BG 3
 Flush 6” Wire Green 125 VAC Neon White SL32113-6-BG 3
 Flush 6” Wire Clear 14 VAC/DC Incandescent White SL32114-4-BG 4
 Flush 6” Wire Clear 28 VAC/DC Incandescent White SL32114-5-BG 4
 Flush 6” Wire Clear 125 VAC Neon White SL32114-6-BG 4
 Flush 6” Wire Red 14 VAC/DC Incandescent White SL32115-4-BG 5
 Flush 6” Wire Red 28 VAC/DC Incandescent White SL32115-5-BG 5
 Flush 6” Wire Red 125 VAC Neon White SL32115-6-BG 5
 Flush 6” Wire Red 250 VAC Neon White SL32115-7-BG 5
 Flush 6” Wire Amber 14 VAC/DC Incandescent White SL32116-4-BG 6
 Flush 6” Wire Amber 28 VAC/DC Incandescent White SL32116-5-BG 6
 Flush 6” Wire Amber 125 VAC Neon White SL32116-6-BG 6
 Flush 6” Wire Amber 250 VAC Neon White SL32116-7-BG 6
 Raised 6” Wire White 28 VAC/DC Incandescent Chrome SL32411-5-BG 7
 Raised 6” Wire Green 12 VDC Solid State LED Chrome SL32413-2-BG 8
 Raised 6” Wire Green 28 VDC Solid State LED Chrome SL32413-3-BG 8
 Raised 6” Wire Green 28 VAC/DC Incandescent Chrome SL32413-5-BG 8
 Raised 6” Wire Green 125 VAC Neon Chrome SL32413-6-BG 8
 Raised 6” Wire Red 12 VDC Solid State LED Chrome SL32415-2-BG 9
 Raised 6” Wire Red 28 VDC Solid State LED Chrome SL32415-3-BG 9
 Raised 6” Wire Red 28 VAC/DC Incandescent Chrome SL32415-5-BG 9
 Raised 6” Wire Red 125 VAC Neon Chrome SL32415-6-BG 9
 Raised 6” Wire Amber 125 VAC Neon Chrome SL32416-6-BG 10
 Dome 6” Wire Red 28 VDC Solid State LED Chrome SL32915-3-BG 11

continued on page 2*Blue, Green, Clear, Red and Amber lens colors have a transparent lens.  White lens color has a translucent lens.

All specifications and dimensions are for reference only.  If specific information is needed and/or of critical nature, contact Selecta Products headquarters for specific information before ordering.
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